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( Place the knob on ahard surface; then press 
the knob bushing firmly into the knob, Usea 
soft cloth on the work surface to avoid 
scratching the knob, 


(2) Press the knob and bushing firmly onto the 
switch shaft, 


. Make sure the white index line of the knob points to 
the 1 position in the DC Volts range. 


NOTE: The blue and white label that is installed 
in the next step shows the Model number and Pro- 
duction Series number of your kit, Refer to these 
numbers in all communications with the Heath 
Company; this assures you that you will receive 
the most complete and up-to-date information in 
return, 


( ) Remove the backing from the blue and white label and 


press the label onto the chassis as shown in Pictorial 9. 


(_ ) Check to see that all connections are soldered and that 
no solder bridges exist between foils on the circuit 
board. Shake out any solder splashes or wire clippings. 


(_) Remove the cardboard protector from the meter face. 


This completes the assembly of the Voltmeter except for the 
case which is installed later. 
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CALIBRATION 


Refer to Figure 1 and 2 (fold-out from Page 14) 
for the following steps. 


NOTE: If the Voltmeter does not seem to operate 
properly during any of the following tests, turn it 
off immediately and refer to In Case Of Diffi- 
culty on Page 23, 


( ) Turn the mechanical zero-adjust screw at 
the bottom of the meter until the meter 
pointer is directly over the zero indication 
on the meter face, 


( ) Set the Voltmeter switches and controls as 
follows: 


SELECTOR SWITCH: DC VOLTS/1000 


POLARITY: DC+ 
POWER: OFF 
ZERO: Center of rotation. 
BIAS ADJ (on circuit board): Maximum counter- 
, clockwise. 
DC CAL (on circuit board): Maximum counter- 
clockwise. 
AC CAL (on circuit board): Maximum counter- 
clockwise. 


‘\ 


( ) Install the batteries as shownin Pictorial 9. 
Match the + markings on the batteries to 
the + markings screened on the circuit 
board, 
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‘ZERO ADJUSTMENT 


a POWER switch to ON and adjust the 
. BIAS ADJ control for an approximately zero 
meter reading, 


Turn the ZEROcontrolfully clockwise, This 
should result in an upscale meter reading, 


— 


( 


Readjust ZERO control for a zero indication 
on the meter, 


— 


( 


( ) Alternate the POLARITY switch between 
DC+ and DC-, If the meter needle was set 
exactly on zero, it should remain on zero in 
either switch position, 


( ) Set the POLARITY switch to DC- and turn 
the ZERO control fully counterclockwise, 
This should cause the meter pointer to move 
upscale, Readjust the ZERO control for a 
zero indication on the meter, 


DC CALIBRATION 


( ) Set the POLARITY switch to DC+, 


( ) Turn the SELECTOR switch to DC VOLTS/ 
10, 


(_ ) Touch the tip of the DC probe (black) to the 
positive terminal of the 1,5 V battery and 
adjust the DC CAL control (on circuit 
board) for a 1.5 volt meter indication onthe 
black scale, as shown in Figure 3, (If other 
DC voltages that are known to be more ac- 
curate are available, they may be used to 
further check the DC Calibration.) 


— 


Figure 3 


HEATHEKIT 


(_ ) Remove the probe tip from the battery and 

‘ readjust the ZERO control for a zero indi- 

cation on the meter, Then repeat the pre- 
vious step. 


AC CALIBRATION 


CAUTION: Use extreme care when measuring 


line voltages, Personal shock or instrument 
damage could result from carelessness, 


( ) Turn the SELECTOR switch to AC VOLTS/ 
1000 and set the POWER switch to ON, 


( ) Connect the AC-ohms test leads (black lead 
and red lead) across the AC line, You can 
do this most conveniently if you first attach 
the alligator clip on the black lead to the 
metal shank of a screwdriver, Then insert 
the blade of the screwdriver into one of the 
slotted openings in an electric wall outlet, 
TAKE CARE NOT TO TOUCH THE TIP OF 
THE RED PROBE TO THE SCREWDRIVER, 
and carefully insert the tip of the red probe 
into the remaining opening in the wall outlet, 


— 


( ) Adjust the AC CAL control (on the circuit 


board) for a meter reading of 120 volts on 
the black scale (this is a reading of 1.2, or 
one scale division above the numeral 1, as 
shown in Figure 4), If the line voltage is 
known to be other than 120 volts, adjust for 
this value, 


( ) Disconnect the test leads from the AC line, 
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Figure 4 


\ATI0F DA of dottws gota recant wut € ¥ 
MO o} dots ASWOG. ef} s6e Nas. 900k 


boot if \ absoi ixald nosio-DA of) toons 4 ) 
ris saws 30 tf OA ad? anne incof me Bok 
_—— a cares 83 ap TS tcemenen dae eee 
ATTE (STi? UOS F i 1TeLRATASS 1BO0eR B42 Gs 
a. aye eee evo ofeaant jorge 
af Ajald ad? eo ath- talenilia-o® 64a? thshaoes nad 
ie ; : J ‘ 
tz0°eM voit srevisbwerst 6 to dake Latecs 
otal vavivbwertse sit to emnid arty 
I wwosle u i Mead O80 baits 
at SAAT 
4 i ~ 
"s but ; 7 wl in aaees, fy — 
7 on @ (iteeo sotolenes oat ola Sr amieme can sey 138 wt @ 


relti}) cosa NO edt 30 -qit See 

me ‘et V S.f of! Sq demote? «@ 
aot @O) less ie | 1 #: an? 3 
hi) (aM iib ai fates (6s C2 8 tar {% 

ix) .f off 4) wile ce olasa et 

FIOM 8 oF Mora “Gm ler) aenaiiov: x 
ss) ohn vom?  ~iteitswe eae Sax te. 
290 wt Joods ware 


_ 
ight potest ageing —— es 
ele ee | ore 


‘~. 
i 
« a OF 
# « 
» - ‘ Ps 
a 
4 ~ 
a 
- 
: 7 
we ll ; 
ne Se ‘ . 
4 
ow ow Lt paeriecere one yer aoe ~— : 
i : a a Yi ‘ no A tae 


ay ie 


a ¥ 
° 
* + =) . - 
mi ; > . 
Pw 
4 SOD A 
~ oe ee i Rl 8 


Siw F 


(ag==araerr] HEATHEKIT Page 17 


OHMS ADJUSTMENT FINAL BIAS ADJUSTMENT 


( ) Turn the SELECTOR switch to Rx1M, The 
meter should give an up-scale reading, 


( ) Turn the SELECTOR switch to one of the DC 
VOLTS positions, 


( ) Adjust the OHMS control for a full scale (INF) 
reading on the green scale, ( ) Turn the ZERO control fully clockwise, 
( ) Adjust the BIAS ADJ control for a reading of 


( ) Touch the tips of the AC-ohms test leads 
1 on the black 0-10 scale, 


(the red probe and the alligator clip) to- 
gether; this should cause a zero meter read- 
ing. If it does not, turn the ZERO control 
(with the leads touching) to zero the meter ( ) Turn the ZERO control for a "0" meter 
needle, Then separate the leads and repeat reading, NOTE: This setting of the BIAS ADJ 
the preceding step and this step, control should allow for future adjustments 

to "O" as the battery voltage decreases 


( ) Turn the SELECTOR switch to each of the over a period of time, When "0" cannot be 


other three resistance ranges, Each range 
should give a zero indication with the AC- 
ohms test leads touching each other, andan 


reached by adjusting the ZERO control, the 
BIAS ADJ may be reset without disturbing 
the calibration, 


INF reading with these test leads apart, 
On the Rx1 range, with the leads touching, 
observe that there will be a fraction of an 
ohm circuit resistance, 


( ) Turn the POWER switch to OFF, 


This completes the Calibration, 


FINAL ASSEMBLY 


( ) Remove the backing paper from the model number 
label and fasten the label in the long recess in the 
( ) Position the panel with the meter face up in the case; outside of the case cover, as shown in inset #2 of 
then spread the sides slightly to allow the panel to seat Pictorial 10. 
on the ledge under the side tabs. Because the case is = 
stiff, you may have to use a screwdriver with a wide 
blade to pry the sides of the case at the points shown. 


Refer to Pictorial 10 for the following steps. 


This completes the assembly of your Voltmeter, 


(_ ) Press the panel toward the cover “hinge” until it snaps 
into position. 
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VOLTMETER USE CHART 
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*In addition to the common (black) test lead, 
**kQ = kilohm (1,000 ohms), 
megohm = 1,000,000 ohms, 
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OPERATION 


The power consumption of the Solid-State Volt- 
meter is very low and there is no objection to 
leaving the instrument turned on continuously 
during a series of measurements rather than 
turning it off each time a measurement function 
is completed, However, to prevent drain on the 
ohmmeter battery, do not leave the SELECTOR 
switch set in the OHMS position longer than is 
necessary to make resistance measurements, 


The Voltmeter Use Chart (fold-out from this 
page) has been included to summarize the follow- 
ing instructions on using the Voltmeter, 


NOTE: If you are not thoroughly familiar with 
the measurement of volts and resistance, refer 
to the Applications section on Page 32, for some 
practical ways to use the voltmeter, 


SAFETY PRECAUTIONS 


CAUTION: It is good practice to observe certain 
basic rules of operating procedure anytime volt- 
age measurements are to be made, Always handle 
the test probe by the insulated housing only and do 
not touch the exposed tip portion, 


When high voltage measurements are to be made, 
remove operating power to the unit under test 
before connecting the test leads, If this is not 
possible, be careful to avoid accidental contact 
with nearby objects which could provide a ground 
return path, When working on high voltage cir- 
cuits, play safe, Keep one hand in your pocket to 
minimize accidental shock hazardand be sure to 
stand on a properly insulated floor or floor cov- 
ering, 


TEST LEADS 


The black test lead with the alligator clip is the 
common, or negative, lead, It is usually con- 
nected to the chassis, or lower voltage point, 
when you are measuring DC voltage, When you 
measure AC voltage, or resistance, it canusu- 
ally be connected to either side of the circuit, 


The gray, shielded lead with the black probe is. 


used (with the black test lead) to measure DC 
voltages only, Connect this lead to the positive 
(+) or the higher voltage point of the circuit, 


The red test lead with the red probe is used 
(with the black lead) to measure both AC voltage 


and resistance, These leads are connected to the 
two sides of the circuit when measuring AC volt- 
age, To measure resistance, connect the black 
lead to one side andthe redleadto the other side 
of the circuit or device to be measured, 


NOTE: If the resistance of a circuit is being 
measured, and that circuit contains diodes, 
transistors, or electrolytic capacitors, the test 
leads must be connected to the circuit correctly 
(with the test leads correctly polarized) or you 
will not obtain correct readings, For example, 
when there is a diode in the circuit, you may 
obtain two different resistance readings, depend- 
ing on how you connect the test leads, The 
lower reading, which will include the forward 
resistance of the diode, will occur when the 
black test lead is connected near the cathode 
end of the diode, The higher reading, which 
will give the diode's back resistance, willoccur 
when the black lead is connected near the anode 
of the diode, 


MAKING MEASUREMENTS 


Figure 5 shows the scales and markings on the 
face of the meter, Before making any voltage or 
resistance measurements with your Voltmeter, 
be sure to turn the POWER switch ON and check 
the zero position of the pointer with the POLAR- 
ITY switch at DC+ and DC-, Turn the ZERO 
control, if necessary, to zero the meter, 


Figure 5 
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CAUTION: When measuring voltage, always set 
the SELECTOR switch to a range greater than 
the voltage to be measured, if an approximate 
voltage is known, If the voltage is completely 
unknown, set the SELECTOR switch to 1000 
and connect the test leads to the circuit to be 
measured, Then momentarily turn the power on, 
If the meter moves less than 1/10 of full scale, 
switch to the next lower range, The maximum 
voltage that can be safely measured with your 
Voltmeter is 1000 volts, and this limit must not 
be exceeded, 


RESISTANCE (OHMS) READINGS 


CAUTION: Before attaching the test leads for re- 
sistance measurements, make sure there is no 
power on the circuit and that all large capaci- 
tors have been discharged, 


The SELECTOR switch must be at one of the 
green Rx positions when making resistance 
measurements, Make sure the connectors on the 
test leads are not touching, and turn the OHMS 
control until the pointer rests over the last green 
mark (INF) at the right-hand end of the Ohms 
scale, Do not change the setting of the ZERO con- 
trol while making resistance measurements, 


Resistance is measured by connecting the black 
test lead and the red test lead to the two ends 
of the unknown resistance, When using the two 
middle ranges, if the reading on the greenohms 
scale is under 1 or over 100, change the SELEC- 
TOR switch setting, 


A reading of 0 on the Rx1 scale indicates a short 
circuit, or that the circuit is continuous, A read- 
ing of INF (infinity) on the Rx1M scale indicates 
an open circuit, or a resistance so large that it 
cannot easily be measured, 


The figures on the green Ohms scale are multi- 
plied by 1, 100, 10,000 (10 k), or 1,000,000 (1M), 
according to the setting of the SELECTOR switch, 
When this switch is in the Rx100 position, for 
example, a reading of 6 wouldindicate 600 ohms, 
or a reading of 50 would indicate 5000 ohms, 


The Rx10k position indicates that the meter 
scale should be multiplied by 10,000, The last 
counterclockwise position of the OHMS range 
switch is marked Rx1M, M means megohm, or 
1,000,000 ohms, so the meter reading would be 
multiplied by 1,000,000. 
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NOTE: Some ohmmeter battery current is drawn 
whenever the instrument is turned ON and the 
SELECTOR switch is in one of the Rxpositions, 
To save battery life when you are not using the 
ohmmeter, NEVER LEAVE THE SE LECTOR 
SWITCH IN THE OHMS POSITION, 


DC Voltage Readings 


To measure DC voltage, turn the Voltmeter ON, 
Use the gray lead with the black probe, and the 
black lead, The switch can be at DC+ or DC-, 
depending on whether a positive or a negative 
voltage is to be applied to the probe tip. This is 
convenient when measuring voltages at several 
points in a circuit, some positive and some 
negative with respect to a common point, The 
common test lead may remain connected to the 
common voltage point, andthe SE LECTOR switch 
changed to DC+ or DC- for the appropriate po- 
larity. 


DC voltages are read on the black meter scale 
marked 0-10, The markings on the SELECTOR 
switch refer to the voltage that will give a full- 
scale reading on the black scale when measuring 
DC voltage, 


The lowest DC VOLTS switch position is marked 
1, This means that 1 volt applied to the probe 
tip will cause a full-scale deflection of the meter 
pointer, or indicate 10 onthe scale, To read volt- 
age in the 1 volt range, read the black 0-10 scale 
and move the decimal one place to the left, For 
example, a reading of 2 would indicate .2 volt, 


To read voltage on the 10 volt range, read the 
black 0-10 scale directly. 


For the 100 volt range, readthe black 0-10 scale 

and move the decimal one place tothe right, For 

example, a meter reading of 4 would indicate a 

measurement of 40 volts. / 
~ 


j 


f 
On the 1000 V range, read the black 0-10 scale 
and move the decimal two places tothe right, For 
example, a meter reading of 3 would indicate 300 
volts, 
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AC VOLTAGE READINGS 


To measure AC voltage, first make sure the 
power is turned off inthe circuit to be measured, 
Set the SELECTOR switch to one of the AC 
VOLTS ranges and turn the Voltmeter to ON, Con- 
nect the red test leadtoone side of the circuit to 
be measured, and the black test leadtothe other 
side, Then apply power to the circuit, 


NOTE: If itis known which wire is the neutral, or 
common, side of the circuit, the black lead is 
customarily attached to this point, 


The lowest AC VOLTS switch position is marked 
1,2 inred, Voltages in this range are read direct- 
ly on the red 1,2 scale, 


When the SELECTOR switch is onthe red 10 volt 
range, read the 0-10 red scale directly. 


Use the black 0-10 scale when the SELECTOR 
switch is on the 100 and the 1000 ranges, To 
read voltage on the 100 range, read the black 
scale and move the decimal one place to the 
right, For example, a reading of 6 would indicate 
60 volts, 


On the 1000 volt range, read the black scale and 
move the decimal two places to the right, For 
example, a reading of 5 wouldindicate 500 volts, 


VOLTMETER CHARACTERISTICS 
DC Voltage Measurements 


The Solid-State Voltmeter has many advantages 
over the nonelectronic voltmeter, The greatest 
advantage is its ability to measure voltages with- 
out significantly loading the circuit being tested, 
This characteristic enables the voltage to be 
measured more accurately, This is especially 
desirable in such high impedance circuits as 
resistance coupled amplifiers and AVC (automa- 
tic volume control) networks, and on oscillator 
grids, 


To illustrate this advantage of the Solid-State 
Voltmeter, assume that a resistance-coupled 
audio amplifier with a 500 k ohm plate load re- 
sistor is operating from a 100 volt plate source, 
See Figure 6, 
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Figure 6 


Assuming that the actual plate voltage in this 
case is 50 volts, the tube therefore acts asa 
500 k ohm resistor, When measuring the plate 
voltage with a conventional 1000 ohms-per-volt 
meter on the 100 volt scale, the meter repre- 
sents a 100 k ohm resistor placed in parallel 
with the tube, See Figure .7, The voltage on the 
plate, as shown on the meter, wouldthenbe 14,3 
volts, This large amount of error is caused by 
the shunt resistance of the meter, 
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Figure 7 


When the Solid-State Voltmeter is used on any 
scale, the full 11 megohms input resistance is 
placed in parallel with the tube, See Figure 8, A 
plate voltage of about 49 volts is then shown on 
the meter; only 2% lower than the normal operat- 
ing voltage, Thus more accurate readings in this 
instance can be obtained only with a high resist- 
ance instrument such as the Solid-State Volt- 
Meters 
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Figure 8 


The one volt DC range is very useful when 
working with fractional voltages in solid state 
circuits, In this range, scale markings are pro- 
vided every .02 volt, and you can, in addition, 
interpolate between marks, 


AC Voltage Measurements 


The Heathkit Solid-State Voltmeter is a very 
sensitive electronic AC voltmeter and, since the 
human body picks up AC whennear any AC wires, 
the meter will indicate this pickup, Never touch 
the tip of the probe when the SELECTOR switch 
is set to the lower voltage ranges, Zero should be 
set with the probe shorted to the common clip, 
using the DC+ and DC- positions of the POLAR- 
ITY switch, 


The AC meter scales on the Solid-State Volt- 
meter are calibrated to read the rms (root- 
mean-square) value of a pure sine wave, The 
rms value for a sine wave voltage is .707 times 
the peak voltage, For complex waveforms, such 
as Square waves, sawtooth waves or pulses, this 
ratio does not necessarily hold true, The com- 
plex waveform in Figure 9, for example, showsa 
spike that may be several times as large (peak 
value) as the rms value, 


Since the spike is of short duration, the rms 
value of the overall waveform is barely affected, 
On the other hand, the square wave would pre- 
sent an rms value equal to the peak value, This 
voltmeter responds only to the positive peaks of 
AC voltages, Therefore, when measuring non- 
symmetrical waveforms, a reversal of the test 
leads may give a different reading, 
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Figure9 , 


When connecting the Voltmeter to the circuit 
under test, the Voltmeter input resistance and in- 
put capacitance are effectively placed in parallel 
with the voltage source, In some cases, this can 
load the circuit and change the actual voltage to 


be measured, At low frequencies of 50 or 60 Hz, 


the effects of capacitive loading may usually be 
disregarded, Thus, the load the Voltmeter pre- 
sents to the circuit being measured is about the 
same as a 1 megohm resistor, At higher fre- 
quencies, the capacitive reactance decreases, 


The amount of loading presented by the input 
capacitance and resistance of the Voltmeter is 
determined by the impedance of the circuit being 
tested, In low impedance circuits, such as 50 to 
600 ohm, no noticeable error is introduced in the 
voltage reading through circuit loading. These 
circuits will only begin to be loaded at frequen- 
cies that approach the upper limit of the Solid- 
State Voltmeter's frequency response, 


Remember, as a general rule, that frequency 
response and loading may affect the accuracy of 
your voltage readings, There will be aresistive 
loading of 1 megohm regardless of frequency. 
The amount of capacitive loading will dependon 
the frequency involved, The actual capacitance 
of the instrument and the leads may also affect 
the tuning of low capacitance resonant circuits, 


You should know the values in the circuit under 
test and the values of the input resistance and 
capacitance of the Voltmeter, This will permit 
you to make valid readings over a wide range 
of impedances within the full frequency response 
of the instrument, 
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ACCURACY 


The accuracy of measurements made with this 
Voltmeter depends on the accuracy of its cal- 
ibration and the tolerance of the components used 
in its circuits, If the Voltmeter is carefully cal- 
ibrated with precision standards, then the worst 
‘ case of error would be the sum of component 
tolerances, 


The meter movement is accurate to within +2 
percent of full scale, On DC, the +1 percent 
accuracy of the divider resistors must be con- 
sidered, resulting in an accuracy within +3 per- 
cent of full scale, On AC, the rectifier circuit 
contributes variations which could result in a 
maximum error of +5 percent of full scale, 


The accuracy on the OHMS ranges depends pri- 
marily on the multipliers, which are 1%, andthe 
meter movement accuracy of 2%. Because of the 
nonlinear OHMS scale, the resulting accuracyis 
not readily expressed in a percentage figure, 


NOTE: When comparing this instrument with an- 
other voltmeter, consider that the error of the 
other instrument may be in the opposite direc- 
tion, Therefore, when comparing two instru- 
ments of +5% accuracy, the total difference may 
be +10%, Critical comparisons should only be 
made against certified laboratory standards, 


TRANSPORTING THE METER 


Be sure to place the POWER switch in the OFF 
position when the meter is being carried or 
transported, This not only avoids battery drain, 
but shorts the meter terminals together, which 
has a "damping" effect and protects the meter 
movement from damage which might be caused by 
sudden shocks (such as dropping). 


NOTE: An Applications section is included in this 
Manual to provide those who do not have an 
electronic background with a few basic appli- 


. cations, 


MAINTENANCE 


METER 


Because of the delicate nature of the meter 
movement, no attempt should be made to repair 
the meter, Such attempts would automatically 
void the standard warranty coverage of the 
meter itself, 


BATTERY REPLACEMENT 


NOTE: Before you decide that batteries shouldbe - 
replaced, refer to the Final Bias Adjustment pro- 
cedure on Page 17, 


Replace battery El (1.5V) whenever you cannot 
adjust the meter needle to the INF mark on the 
green scale in any range of RESISTANCE by 
use of the OHMS control, 


Replace battery E2 (8.4V) whenever you cannot 
adjust the meter needle to 0 on anyscale by use 
of the ZERO control, 


ELECTROSTATIC CHARGE 


The clear plastic meter cover has been treated 
to resist an accumulation of static electricity, 
However, should a static charge accumulate 
through repeated polishing or cleaning of the 
meter cover, the pointer will deflect in an er- 
ratic manner, regardless of whether the instru- 
ment is turned off or on, This condition can be 
corrected quickly, Apply a small quantity of 
liquid dishwashing detergent to a clean, soft 
cloth and wipe the surface of the meter cover, 
The accumulated electrostatic charge will im- 
mediately disappear, It is not necessary to re- 
move the cover for this correction, 


CHECKING METER COIL CONTINUITY 


If you suspect the meter coil has failed, you can 
check the continuity of the coil with another ohm- 
meter as follows, (NOTE: Never check the con- 
tinuity of the meter coil directly with another 
ohmmeter, The amount of current that would be 
drawn could seriously overload and probably ruin 
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the meter coil,) Always use a limiting resistor 
with a value of at least 10,000 2 in series with 
the other ohmmeter test leads, The value of the 
resistor will depend upon the ohmmeter battery 
voltage and the range on which the ohmmeter is 
being used, NOTE: If a Heath Model IM-25 Solid- 
State Voltmeter is available, it can be used to 
check the meter coil directly because of the low 
voltage and current used, 
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TEST LEADS 


Because of their constant flexing during use, the 
test leads are not above suspicion, especially 
after the Voltmeter has been in use for several 
years, Erratic or improper DC voltage measure- 
ments can sometimes be caused by a fault in 
the shielded test lead or phone plug or in the 
connections in the test probe, 


ACCESSORY PROBES 


NOTE: The accessory probes are connected to the Voltmeter 
through the insulated phone jack on the face of the panel 
near the test leads. 


HIGH VOLTAGE TEST PROBE 


A high voltage test probe is available from the 
Heath Company, This probe will permit the Volt- 
meter to measure DC up to 30,000 volts, which 
covers the range of flyback power supply voltages 
commonly encountered in TV receivers, This 
probe consists of a red molded housing with a 
black molded handle, It contains a 2% pre- 
cision 1090 megohm resistor and provides a DC 
range multiplication factor of 100 for 11 megohm 
input voltmeters, 


WARNING: When the high voltage test probe is used, the 
exposed tip of the black test probe must be covered 
(isolated). One hundreth of the high voltage being tested will 
be present in the tip of the black probe, making severe shock 
possible. 


RF TEST PROBE 


An RF test probe is available from the Heath Company. This 
probe will permit the voltmeter to be used for RF 
measurements up to 90 volts rms (root mean square) as well 
as RF voltages superimposed on DC potentials up to 1000 
volts. The probe response is flat and linear from 1000 Hz to 
over 100 MHz. 


IN CASE OF DIFFICULTY 


NOTE: In an extreme case where you are unable to resolve a 
difficulty, refer to the Service and Warranty section of the 
“Kit Builders Guide”, and to the “Factory Repair Service” 
information on page 24 of this Manual. 


This section of the Manual is divided into three 
parts: Visual Test, Precautions for Trouble- 
shooting, and the Troubleshooting Chart, Begin 
your search for any troubles that occur after 
assembly by carefully following the checks listed 
in the Visual Tests section, After Visual Tests 
are completed, refer to the Troubleshooting 
Chart, Refer to the Service and Warranty 
sections of the Kit Builders Guide in cases when 
you are unable to resolve the difficulty, If the 
Voltmeter is returned to the Heath Company, 
be sure all parts are included, 


NOTE: Refer to the Circuit Board X-Ray View 
and Panel Photograph (on Pages 29 and 30) for 
the locations of parts on the circuit board and 
panel, ~ 


VISUAL TESTS 


1, Recheck the wiring, Check for pinched wires, 
Trace each lead in colored pencil on the Pic- 
torial as it is checked, Itis frequently help- 
ful to have a friend check your work, Some- 
one who is not familiar with the unit may 
notice something consistently overlooked by 
the kit builder, 


2. About 90% of the kits that are returned to 
the Heath Company for repair do not function 
properly due to poor connections and solder- 
ing and to solder "bridges'' between foils. 
Therefore, many troubles can be eliminated 
by reheating all connections to make sure 
they are soldered as described in the Solder- 
ing section of the Kit Builders Guide, 


3, Check to be sure that all transistors are in 
their proper locations, Make sure each tran- 
sistor lead is connected to the proper point, 
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4, Check the values of the parts. Be sure in 
each step that the proper part has been wired 
into the circuit, as shown in the Pictorial 
diagrams, It would be easy for example, to 
install a 33 kQ (orange-orange-orange) 
resistor where a 3.3 megohm (orange- 
orange-green) resistor should have been in- 
stalled, or a 900 kQ precision resistor in- 
stead of a 90 kQ, 


5. Check for bits of solder, wire ends, or other 
foreign matter which may be lodged in the 
wiring. 

If the trouble is still not located after the visual 

tests are completed, and another voltmeter is 

available, check the voltage readings against 
those shown on the Schematic Diagram, NOTE: 

All voltage readings were taken with an11 meg- 

ohm input electronic voltmeter, Voltages may 

vary as much as +20%, 


NOTE: A review of the Circuit Description may 
help you determine where the trouble is, 


PRECAUTIONS FOR TROUBLESHOOTING 


1, Be cautious when testing transistor circuits 
that you do not operate the transistors be- 


yond their limits, Although the transistors 
have almost unlimited life when used 
properly, they are much more vulnerable to 
damage from excessive voltage or current 
than tubes, A vacuum tube, for instance, 
can often be operated under shorted, zero- 
bias, excessive-voltage, or high-current 
conditions for short periods of time without 
materially damaging the tube, but any one 
of these same conditions can completely 
destroy a transistor instantly, 


2. Be sure you do not cause any short circuits 
when making voltage measurements, This 
would almost certainly cause damage to one 
or more transistors or diodes, 


3. Transistors should be inserted or removed 
only while the Voltmeter is turned off, If 
this rule is not followed, transistors may be 
damaged, 


4, Do not operate the instrument with any of 
the transistors removed, as the resulting 
imbalance could damage the remaining tran- 
sistors or the meter, 


FACTORY REPAIR SERVICE 


You can return your completed kit to the Heath Company 
Service Department to have it repaired for a minimum service 
fee. (Kits that have been modified will not be accepted for 
repair.) If you wish, you can deliver your kit to a nearby 
Heathkit Electronic Center. These centers are listed in your 
Heathkit catalog. 


To be eligible for replacement parts under the terms of the 
warranty, equipment returned for factory repair service, or 
delivered to a Heathkit Electronic Center, must be 
accompanied by the invoice or the sales slip, or a copy of 
either. If you send the original invoice or sales slip, it will be 
returned to you. 


If it is not convenient to deliver your kit to a Heathkit 
Electronic Center, please ship it to the factory at Benton 
Harbor, Michigan and follow the following shipping 
instructions: 


Prepare a letter in duplicate, containing the following 
information: 


e Your name and return address. 
e Date of purchase. 
e A brief description of the difficulty. 


e The invoice or sales slip, or a copy of either. 

e Your authorization to ship the repaired unit back to 
you C.O.D. for the service and shipping charges, plus 
the cost of parts not covered by the warranty. 


Attach the envelope containing one copy of this letter 
directly to the unit before packaging, so that we do not 
overlook this important information. Send the second copy 
of the letter by separate mail to Heath Company, Attention: 
Service Department, Benton Harbor, Michigan. 


Check the equipment to see that all parts and screws are in 
place. (Do not include wooden cabinets when shipping 
receivers, tuners, amplifiers, or TV sets, as these are easily 
damaged in shipment.) Then, wrap the equipment in heavy 
paper. Place the equipment in a strong carton, and put at 
least THREE INCHES of resilient packing material (shredded 
paper, excelsior, etc.) on all sides, between the equipment 
and the carton. Seal the carton with gummed paper tape, and 
tie it with a strong cord. Ship it by prepaid express, United 
Parcel Service, or insured parcel post to: 


Heath Company 
Service Department 
Benton Harbor, Michigan 49022 
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Troubleshooting Chart 


SYMPTOM POSSIBLE CAUSE 


1. Dead battery or poor battery contacts, 
2. Transistors Q1, Q2, or Q3 defective, 
3. Meter coil open, 


Completely inoperative, 


Zero control has no effect. 


1. Bias control R15 and R16 misadjusted, 

2. Transistor Qi defective. 

38. Resistor on voltage divider string Rd 
through R9 and R11 open, 

Zero control R14 open or shorted, 


1, DC Calibration control R18 misadjusted, 
2. Wrong value or defective resistor in voltage 
divider string R5 through R9 and R11, 


Inaccurate DC readings, 


Diode D1 defective, 
2. Capacitors C1 (open) or C2 (shorted), 
3. Resistor R4 open, 


AC (only) Inoperative, 


AC Inoperative, 
(1000 volt range only). 


Resistor R2 open or resistor R3 shorted, 


AC Calibration control R19 misadjusted, 


Inaccurate AC reading, 


1. Battery E1 low voltage, 

2. Transistor Q1 defective, 
3, Resistors in voltage divider string R4 
through R9 or R12 open or shorted, 


Ohmmeter inoperative or in- 
accurate readings, 


Zero shift with leads shorted 
when turning Function switch 
through ohmmeter ranges, 


1. Transistor Qi defective (needle may move 
slightly on Rx1, caused by lead resistance), 


1. Readjust bias, 
Replace battery E2 (8.4 V). 


Unable to reach 0 meter 
reading on any scale, 


Readjust bias. 
Replace battery E1 (1.5 V). 


Unable to reach INF on 
any resistance range, 
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eae Ske) HEATHKIT 
SPECIFICATIONS 


DC VOLTMETER 


(i her et ee ee a 0-1, 0-10, 0-100, 0-1000 volts full scale, 


Input Resistance, . . « « ee cecccccccces 11 megohms on all ranges, 


Accuracy, e e e.e eeee0eoe0eseeeeseee 8 @ @ +3% of full scale, 


AC VOLTMETER 

Ranges. . « « © © © ee eres ceres sees 0-1.2, 0-10, 0-100, 0-1000 volts full scale, 
Input Resistance, . . « « ee eeevevccces 1 megohm on all ranges, | 

Input Capacitance, ..eesecresecererscoces Approximately 100 pF (38 pF on 1000 V range), 
Meriracy. + Soe eee ee tee ase eccesces . 204 Of full scale, 


Frequency Response, . . « « « eeceeseces +1 dB 10 Hz to 1 MHz (from low source impe- 
dance), 


GENERAL 

Mrmimeter Ranees, . . co sso cccoevcccece Rx1, Rx100, Rx10k, Rx1M, 

Ohms Circuit Power Supply. .. «+. cevecee 1.5 volts (C-Cell, NEDA #14). 

Amplifier Circuit Power Supply, . .. + eeee 8.4 volt Mercury Cell (NEDA #1611). 

Meter, . 2. oe es ee veer ecevesseseves 4-1/2", 200 uA, 100 degree movement, 

Transistor-Diode Complement, . . . «e+ eee 1 - FET (field effect transistor). 
4 ~ silicon transistors (2N3393 or equivalent). 
1 - silicon diode, 

Setenabhs (overall) Ue iseres) tha are leietere te. . ©°'9-3/8" wide x 5-3/8” high x 9” deep. 


RE ua er AG Sereier athe AL Tee. 2-1/2 lbs. 


The Heath Company reserves the right to discon- 
tinue instruments and tochange specifications at 
any time without incurring any obligation to in- 
corporate new features in instruments previous- 
ly sold, 
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CIRCUIT DESCRIPTION 


The Selector switch of the Voltmeter is used to 
select the correct circuit and desired range for 
each type of measurement, The AC-ohms test 
lead and the DC test probe are both connected to 
the switch, andthe common test lead is connected 
to the circuit ground, This ground includes the 
ground foil of the circuit board, which is con- 
nected through the wiring to the panel, 


DC 


Isolation resistor R1 is in the DC Volts circuit 
for all DC Volts measurements, The DC Volts 
circuit includes a series of precision resistors 
(R5-R11) arranged as a voltage divider, The 
Selector switch connects the amount of resist- 
ance required for a specific range, The selected 
portion of the voltage is applied to the gate (G) 
of FET (field effect transistor) Q1, the DC input 
source follower, The FET provides isolation 
between the input voltage divider andthe balanced 
bridge circuit, Because of the FET's high input 
impedance and low output impedance, it couples 
the DC input to the balanced bridge circuit 
without loading the voltage divider, The output 
of the FET is applied to the base of Q2, which 
is part of a balanced, emitter follower, current 
amplifier (Q2 and Q3). 


The insulated phone jack on the face of the panel bypasses 
R1 and connects the accessory probe input directly to the 
DC-volts circuit. 


AC 


With the Selector switch in one of the AC Volts 
ranges, the test voltage is appliedacross voltage 
divider R2 and R3 to insure that on higher AC 
voltage ranges, no more than 100 volts appears 
at the anode of AC rectifier D1, Atthe AC recti- 
fier, the test voltage is changed to a DC voltage 
which is proportional to the applied AC test 
voltage, Capacitor C2 is used atthe output of the 
AC rectifier to hold the applied pulsating DC 
voltage at its peak value, so that the Voltmeter 
responds to the positive peak voltage regardless 
of the test voltage waveform, 


The rectified AC test voltage is applied through 
AC isolation resistor R4 to a voltage divider, 
consisting of R5, R6, R7,R8,R9, andR11, where 
a portion of the rectified AC test voltage is 
selected and applied to the output circuits as 
previously described for the DC voltage meas- 
urement, 


OHMS 


The ohmmeter section of the Voltmeter uses 1,5 
volt battery E1 connected in series with the volt- 
age divider network (R5, R6, R7, R8, R9, and R12) 
and the resistance to be measured, The ratio be- 
tween the ohmmeter voltage divider network re- 
sistors andthe resistance being measured deter- 
mines the portion of the ohmmeter battery volt- 
age that is applied to the output circuits as pre- 
viously described for the DC voltage measure- 
ment, 


METER 


For all measurement functions, a voltage is 
applied to the gate of the FET and its balanced 
bridge circuit, In each instance, this voltage is 


dependent upon the voltage or resistance being 


measured, When there is zero voltage at the 
input of the balanced bridge circuit, transistors 
Q2 and Q3 draw the same amount of emitter cur- 
rent; therefore, each emitter is at the same po- 
tential and the meter connected between them 
will not deflect, 


When a positive voltage is applied to Q2, it draws 
more current than Q3, causing a difference in 
emitter potential between these two transistors, 
Since the meter is connected between the two 
emitters, a current then flows through the meter 
movement, The meter pointer responds pro- 
portionally to this current, indicating the value 
of the voltage or resistance being measured, 
The DC+ and DC- switch positions are used to 
reverse the meter connections between the 
emitters so that both positive and negative DC 
voltages can be measured without reversing the 
test leads, 


The meter terminals are shorted together by the 
Power switch in its OFF position, This protects 
the meter movement from damage due to sudden 
shocks, 


BATTERIES 


The 8,4 volt battery supplies the operating volt- 
age to Qi, Q2, and Q3, Any change in the battery 
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potential will affect the conduction of Q2 and Q3 
equally and therefore will not affect the differ- 
ence in emitter potential, The maximum conduc- 
tion characteristics of Q2 and Q3, as used in this 
Voltmeter circuit, is such that the voltage applied 
to the meter terminals will not be large enough to 
damage the meter movement, This is one of the 
primary advantages of this type of circuit, The 
meter movement cannot be burned out by inad- 
vertently measuring a voltage thatis higher than 
the Selector switch setting, However, if exces- 
sive voltage is applied, the pointer may be bent 


as it hits against the stop, Caution must also be 
exercised to avoid applying any test voltage to the 
test probe when the Selector switch is setin the 
Ohms position, . 


Battery E1 is connected into the circuit when the 
Selector switch is in any of the Rx positions, It 
provides enough current for a full-scale meter 
indication, Avoid needless battery drain by 
placing the switch in one of the volts positions 
when resistance measurements are not being 
made, 


FUNCTIONAL PARTS LIST | 


R1 - Isolation resistor in DC probe, 


R2, R3 - Input voltage divider for AC, Divides 
the input voltage of the highest AC range so that 
no more than 100 volts appears at the anode of 
D1, 


~R4 - Isolation resistor for AC, Voltage drop- 
ping resistor, 


R5 - R12 - DC voltage dividers: R5-R9 and 
R11, AC voltage dividers: R5-R9 andR11, Ohms 
voltage dividers: R5-R9 and R12, 


R13 - Current limiter for the protection of Q1 
(and Q4, Q5), Acts with C3 as a low pass filter 
to prevent AC from reaching the gate of Ql. 


R14, R15, R16 - Voltage divider across the pow- 
er supply, Determines the bias to the gate of 
Q1 (the meter needle is adjustedto0 by R14, the 
panel Zero control), 


R17 - Source resistor for Ql, 


R18 - Variable resistance in series with the 
meter for DC calibration, Mounted on the circuit 
board, 


R19 - Variable resistance in series with the 
meter for AC calibration, Mounted onthe circuit 
board, 


R21 - Variable resistance in series with the 
meter for Ohms full-scale calibration, Mounted 
on the panel, 


R22, R23 - Emitter (load) resistors for Q2 and 
Q3. 


R24, R25 - Voltage divider across the power 
supply to provide proper bias voltage to the 
base of Q3, 


C1 - Input coupling capacitor, Blocks DC while 
passing AC to the input AC divider (R2 and R3), 


C2 - Charges with the rectified AC from D1. 


C3 - Acts with R13 as a low-pass filter topre- 
vent AC from reaching the gate of Q1. 


D1 - Diode rectifier to convert AC input volt- 
ages to DC, 


Q1 - FET DC input source follower, Provides 
isolation between the input dividers (R5-R11) and 
the output circuit, Provides high input impedance 
and low output impedance, Couples the input to 
the amplifier circuit without loading the voltage 
dividers, 


Q2, Q3 - Balanced emitter follower-power am- 
plifier, Provides sufficient power gain to operate 
the 200 wA meter, 


Q4, Q5 - Connected back-to-back as 9 volt 
zener protection diodes, When the voltage atthe 
gate of Q1 exceeds 9 volts (either polarity) con- 
duction occurs through the appropriate diode, 
causing a voltage drop across R13, Current 
limiting action of R13 provides some degree of 
protection to Q4 and Q5, 
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PHOTOGRAPH 
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(VIEWED FROM FOIL SIDE) 


VOLTAGE CHART 
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REPLACEMENT PARTS PRICE LIST 


To order parts, use the Parts Order Form furnished with this 
kit. If a Parts Order Form is not available, refer to 
Replacement Parts in the Kit Builders Guide. 


PART PRICE DESCRIPTION PART PRICE DESCRIPTION 
No. Each No, Each 
RESISTORS SHIELDED CABLE-WIRE 
343-11 .10/ft Shielded cable 
1/2 Watt 341-1 .05/ft Black test lead 
341-2 .05/ft Red test lead 
1-41 10 10 Q 344-50 .05/ft Black hookup wire 
1-20 10 10 kQ 344-52 .05/ft Red hookup wire 
1-22 10 Bowe? 344-59 .05/ft White hookup wire 
1-24 10 33 kQ 
1-35 10 1 megohm HARDWARE 
1-38 10 3,3 megohm 250-52 .05 4-40x 1/4" screw 
254-9 .05 #4 lockwasher 
2 Watt Cay gay 05 4-40 nut 
3-4-2 25 9.1 2 5% 250-229 05 6-32 x 1/4" phillips head 
screw 
Precision 253-10 205 Control flat washer 
2-236 .20 990 2 254-4 05 Control lockwasher 
2-35 20 9000 2 (9 k&) 252-7 205 Control nut 
2-41 20 90 kQ 
9-54 20 200 kQ MISCELLANEOUS 
2-51 .20 900 kQ 73-46 720 Plastic grommet 
2-237 20 1.8 megohm 214-66 1,00 1.5 V battery holder 
2-52 03D 9 megohm 214-67 075 8.4 V battery holder 
260-1 015 Alligator clip 
CAPACITORS 436-35 70 Phone jack 
439-1 045 Red test probe 
Disc 439-2 245 Black test probe 
A 10 .005 pF 455-50 10 Knob bushing 
462-252 230 Pointer knob 
Tubular 407-129 9,00 Meter 
23-91 200 .047 uF (1.6 kV) 85-197-1 1.50 Circuit board 
23-61 015 .05 pF 203-701 1.20 Panel 
95-35 2.60 Plastic case 
CONTROLS-SWITCHES 331-6 15 Solder 
10-201 035 10 kQ control 496-5 -10 Nut Starter 
10-229 645 2000 & control (2 kQ) 390-306 230 Model number label 
10-78 645 15 kQ control 2.00 Manual (See front cover for 
12-80 1.65 50 kQ dual tandem control part number. ) 
60-2 45) 6-lug slide switch 
60-20 000 9-lug slide switch 
63-473 4,00 12-position rotary switch The above prices apply only on purchases from the Heath 


417-118 209 


417-140 
57-27 60 


2N3393 transistor 

(or equivalent) 

FET (field effect transistor) 
Silicon diode 


Company where shipment is to a U.S.A. destination. Add 
10% (minimum 25 cents) to the price when ordering from a 
Heathkit Electronic Center to cover local sales tax, postage 
and handling. Outside the U.S.A. parts and service are 
available from your local Heathkit source and will reflect 
additional transportation, taxes, duties and rates of 
exchange. 
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The purpose of this section is to provide those 
who do not have an electronic background with 
a few basic applications, These applications will 
include examples of how this Voltmeter could be 
used to troubleshoot some items commonly found 
around your home, 


Two types of testing will be discussed: con- 
tinuity testing, which is performed with the power 
turned off in the unit being tested; and voltage 
testing, which is performed with the power turned 
on, 


CONTINUITY TESTING 


Continuity testing is a type of circuit checking 
that uses the resistance ranges of your Voltmeter 
to tell you whether there is a complete path in 
a circuit through which an electric current can 
flow, If there is not a complete path, these tests 
will help you find the place where the path is 
broken (usually a faulty part or broken connec- 
tion). 


Continuity tests may be applied to many house- 
hold electrical devices such as electric irons. 
heating pads, waffle irons, lamps, extension 
cords, etc, The following steps use a toaster 
as an example, but the same principles, and 
most of the same steps, would also apply tc 
other devices, 


CAUTION: Never use the resistance ranges of 
your voltmeter to test any device while it has 
power applied to it; this would seriously damage 
the Voltmeter, 


1, CAUTION: Unplug the toaster from the 12( 
VAC outlet, 
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Turn the toaster's power switch on, Thisis 
done by pressing down on the lever until it 
latches, 


Set the Voltmeter POWER switch at ON and 
the SELECTOR switch at Rxl, 


Clip the black lead to one prong of the line 
cord plug (make sure the clip touches only 
one prong), and touch the red probe to the 
other prong of the line cord plug, 


If the meter needle remains at INF, there 
is an open circuit somewhere in the toaster, 


Remove the housing from the toaster and 
check the continuity of each line cord wire 
from the plug to where the wire connects 
inside the toaster, If there are no breaks, 
the meter needle will move to zero, 


Check the continuity of the heating element 
by touching the black lead to one ofits termi- 
nals and the red probe tothe other terminal, 
If the element is good, you will get a meter 
reading between 10 and 20 whichindicatesa 
resistance between 10 and 20 ohms, 


If the heating element checks good, the 
toaster's power switch is probably faulty, 
Connect the Voltmeter leads across the 
switch and turn the toaster on and off several 
times by pressing and releasing the switch 
several times, If the meter needle stays at 
INF, the switch is faulty, 


Repair or replace the faulty part, 


APPLICATIONS 


AUTOMOBILE TESTS 


Automobile electrical circuits may be checked 
for both voltage and circuit continuity, Usually 
most of the metal parts of the automobile are 
connected together and serve as one side of the 
circuit for both the DC and the resistance tests, 
Because many automobile wires run in wiring 
harnesses and the wire ends may be a long dis- 
tance apart, it is usually more convenient to 
make voltage tests than continuity tests, 


For example, if the replacement of a lamp bulb 
does not restore a lighting circuit to operation: 


( ) Set the Voltmeter Power switch ON, andthe 
Selector switch to DC 100 (for a 12 volt 
system) or DC 10 (for a 6 volt system), 

(_ ) Turn the automobile light switch on, 

( ) Connect the alligator clip on the black 


meter lead to a convenient metal part of 
the automobile body, 


( 


— 


Touch the tip of the black probe to the 
insulated center terminal of the lamp socket, 
If the meter does not indicate the proper 
voltage, additional voltage or continuity 
tests will indicate whether the socket, wir- 
ing, or switch is faulty, 


VOLTAGE TESTING 


CAUTION: Always be very careful when checking 
electrical circuits with power applied to them, 
Severe electrical shock or damage to the Volt- 
meter can easily result from a moments care- 
lessness, When you have a test probe in one 
hand, keep the other hand in your pocket, 
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Voltage tests tell you whether the proper amount 
of voltage is reaching the circuit or device being 
tested, If the proper voltage is not present, most 
electrical devices will not operate properly. 


Voltage tests can be used, for example, to check 
the batteries of a portable radio or other bat- 
tery operated device, Note though, that the de- 
vice must be turned on and drawing current from 
the batteries to make this test valid, 


To test the voltage of a battery, turn the device 
on, turn on the POWER switch of the Voltmeter, 
and set the SELECTOR switch to an appropriate 
DC range, Connect the black test lead to the neg- 
ative battery terminal and the DC test leadto the 
positive terminal, If the voltage measures 20% 
or more less than the nominal voltage printed on 
the battery, the battery should be replaced, 


For another example, voltage tests could be used 
to find the trouble with a faulty doorbell in the 
following manner: 


1. Turn the Voltmeter on and set the SELEC- 
TOR switch to the 100 volt AC range, 


2. Touch the black test leadto one terminal and 
the red test probe to the other terminal of 
the doorbell buzzer or chimes unit, When 
the doorbell is pressed a voltage between 
6 and 24 volts should appear at these termi- 
nals, If this voltage does appear and the 
doorbell does not work, this mechanism is 
faulty and must be replaced, 


3. If no voltage was present in the previous 
test, locate the bell transformer, This 
transformer, which can usually be found 
mounted to a ceiling rafter inthe basement, 
steps the 120 volt AC line voltage down to 
the lower voltage that operates the bell, 


32 


4, Study the wires that connect to this trans- 
former, One set of wires will lead to the 
doorbell and buzzer or chimes unit; the 
other set will lead to a source of 120 volts 
AC at the fuse box, 


5. Check the AC voltage at the output termi- 
nals (where the wires leading to the door- 
bell are connected) of this transformer just 
as you did in step two above, If you have the 
proper voltage at this point, the push button, 
wiring, or bell is faulty, 


6. If no voltage is found in the preceding step, 
check for line voltage (turn the SELECTOR 
switch to AC/1000 volts) at the two wires 
going to the fuse box, If proper line voltage 
is found, the connections are poor or the 
transformer should be replaced, 


7. If no voltage is found in the preceding 
step, the fuse is blown or there is a 
fault in the circuit wiring, 


TESTING NOTES 


1, Before you test a household appliance or 
other AC-operated device, be sure the AC 
outlet that it is plugged into is operating, 
The quickest way to do this is to plug into 
the outlet a lamp that you know has a good 
bulb in it, If the lamp lights, the outlet is 
i 


2. By removing the fuse for the circuit from 
the house fuse box, you can completely turn 
off a house circuit, This would enable you 
to make continuity tests on devices thatare 
directly wired to the fuse box, suchas elec- 
tric motors, bell transformers, etc, Keep 
the removed fuse in your pocket so no one 
can replace it while you are working on the 
circuit, 
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TYPICAL COMPONENT TYPES 


This chart is a guide to commonly used types of elec- tions should prove helpful in identifying most parts and 
tronic components, The symbols and related illustra- reading the schematic diagrams. re 
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Dear Customer: 


The Heathkit electronic product you have purchased is one of the best performing electronic products in the 
world. 


Here’s how we aim to keep it that way: 


Your Heathkit Warranty 


Ouring your first 90 days of ownership, any parts which we find are defective, either in materials or 
workmanship, will be replaced or repaired free of charge. And we'll pay shipping charges to get those parts to 
you — anywhere in the world. 


If we determine a defective part has caused your Heathkit electronic product to need other repair, through no 
fault of yours, we will service it free — at the factory, at any retail Heathkit Electronic Center, or through any of 
our authorized overseas distributors. 


POPP PP IS 


This protection is exclusively yours as the original purchaser. Naturally, it doesn’t cover damage by use of 
acid-core solder, incorrect assembly, misuse, fire, flood or acts of God. But, it does insure the performance of 
your Heathkit electronic product anywhere in the world — for most any other reason. 


After-Warranty Service 


What happens after warranty? We won’t let you down. If your Heathkit electronic product needs repairs or you 
need a part, just write or call the factory, your nearest retail Heathkit Electronic Center, or any Heath 
authorized overseas distributor. We maintain an inventory of replacement parts for each Heathkit model at most 
locations — even for many models that no longer appear in our current product line-up. Repair service and 
technical consultation are available through all locations. 


We hope you’ll never need our repair or replacement services, but it’s nice to know you’re protected anyway — 
and that cheerful help is nearby. 


Sincerely, 


HEATH COMPANY 
Benton Harbor, Michigan 49022 
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NOTES 


ROTARY SWITCH IS SHOWN IN 1 VOLT DC POSITION. 

F = FRONT, R = REAR. 

ARROWS INDICATE CLOCKWISE ROTATION. 

DC SWITCH SHOWN IN “DC+” POSITION. 

ON-OFF SWITCH SHOWN IN “OFF” POSITION. 

ALL CAPACITOR VALUES IN uF. 

ALL RESISTORS ARE 1/2 WATT UNLESS MARKED OTHERWISE. 

RESISTOR VALUES ARE IN OHMS (K = 1000, M = 1 000,000). 

(__) THIS SYMBOL INDICATES DC VOLTS TO NEGATIVE SIDE OF 
E2 MEASURED WITH AN 11 MEGOHM INPUT IMPEDANCE 
ELECTRONIC VOLTMETER. READINGS MAY VARY BY 10%. 


10. RESISTORS NOT NUMBERED CONSECUTIVELY. 
11. % DEPENDS ON SETTING OF BIAS ADJ AND ZERO CONTROLS. 
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UTILITY SOLID-STATE VOLTMETER 


MODEL IM-17 


595-921-05 


HEATH COMPANY PHONE DIRECTORY 


2 The following telephone numbers are direct lines to the departments listed: 

Kit orders and delivery information ...................... (616) 982-3411 

Credit cs vies cents a a cae ee eee (616) 982-3561 

Replacement. Pats GAs isaacutd- oon cones eh eee eee (616) 982-3571 

Technical Assistance: 
R/C, Audio, and Electronic Organs .................. (616) 982-3310 
Amateur Radio ian 3 creo. cteene ethene otters ete fen ern (616) 982-3296 
Test Equipment, Strobe Lights, Calculators, f 
Clocks, Weather Instruments ................2..00005 (616) 982-3315 
TOlOVISION ieee ee res a eaus oases cael sees. aeeee (616) 982-3307 
Automotive, Marine, Appliances, { 
Security, General: Products y.: 7. ga, nevanaceeee Se (616) 982-3496 . 
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YOUR HEATHKIT 90-DAY FULL WARRANTY 


During your first ninety (90) days of ownership, Heath Company will replace or repair free of charge — as soon as practical — 
any parts which are defective, either in materials or workmanship. You can obtain parts directly from Heath Company by 
writing us or telephoning us at (616) 982-3571. And we’ll pay shipping charges to get those parts to you — anywhere in the 
world. 


We warrant that, during the first ninety (90) days of ownership, our products, when correctly assembled, calibrated, adjusted, 
and used in accordance with our printed instructions, will meet published specifications. 


If a defective part or error in design has caused your Heathkit product to malfunction during the warranty period, through no 
fault of yours, we will service it free upon delivery at your expense to the Heath factory, Benton Harbor, Michigan, or to any 
Heathkit Electronic Center (units of Schlumberger Products Corporation), or through any of our authorized overseas dis- 
tributors. 


You will receive free consultation on any problem you might encounter in the assembly or use of your Heathkit product. Just 
drop us a line or give us a call. Sorry, we cannot accept collect calls. 


bod HH000N00K 


() 


Our warranty, both expressed and implied, does not cover damage caused by use of corrosive solder, defective tools, incorrect 
assembly, misuse, fire, customer-made modifications, flood or acts of God, nor does it include reimbursement for customer = 
assembly or setup time. The warranty covers only Heath products and is not extended to non-Heath allied equipment or 

components used in conjunction with our products or uses of our products for purposes other than as advertised. 


And if you are dissatisfied with our service — warranty or otherwise — or our products, write directly to our Director of 
Customer Services, Heath Company, Benton Harbor, Michigan, 49022. He’ll make certain your problems receive immediate, 
personal attention. 


Ties 


HEATH COMPANY 
BENTON HARBOR, MI. 49022 
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Prices and specifications subject to change without notice. 
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Page 2 ae HEATHEIT 


: INTRODUCTION 


The Heathkit Model IM-17 Utility Solid-State Voltmeter isa | voltages without the need of reversing test leads, 
compact, battery-powered voltohmmeter. It is accurate and The large 4-1/2 inch meter has four easy-to- 
easy to operate. The copolymer case (with probe storage read scales, An accessory jack permits you to — 
compartment) makes the meter especially suitable for service use the Heathkit high voltage and RF accessory ~ 
calls, as a portable instrument for use in the field, and for probes, 
general utility use. Its simplicity makes it an ideal 

construction project for the novice in electronics. 


All these features combine to provide a versatile, 

accurate, and attractive test instrument that is 
The high input resistance of the Voltmeter designed for long and dependable service at mini- 
on DC voltage ranges places very little loading mum cost, 
on a circuit being tested, The 12-position selec- 
tor switch provides four separate ranges each for 
DC voltage, AC voltage, and resistance meas- 
urements, A DC polarity switch allows up- 
scale readings for either positive or negative 


Refer to the "Kit Builders Guide" for complete 
information on unpacking, parts identification, 
tools, wiring, soldering, and step-by-step as- 
sembly procedures, 


PARTS LIST 


The numbers in parentheses are keyed to the To order a replacement part, use the Parts Order Form 

numbers on the Parts Pictorial (fold-out from furnished with this kit. If a Parts Order Form is not available, 

Page 3)e refer to “Replacement Parts” inside the rear cover of the 
Manual. For pricing information, refer to the separate “Heath 
Parts Price List.” 


PART PARTS DESCRIPTION PART PARTS DESCRIPTION 
No, Per Kit No, Per Kit 
RESISTORS 2 Watt 
(2) 3-4-2 1 9.1 2 5% (white-brown-gold- 
1/2 Watt gold) 
(1) 1-41 1 10 Q (brown-black-black) 
1-25) 2 10 kQ (brown-black-orange) 
1-22 2 22 kQ (red-red-orange) Precision 
1-24 t 33 kQ (orange-orange- NOTE: These may vary somewhat in appearance 
orange) from the illustration, 
1-35 1 1 a (brown-black- (3) 2-236 1 990 2 
green ie 
1-38 2 3.3 megohm (orange- aoe ' aa (9 1:92) 
orange-green) 2-54 1 200 k 
2-51 1 900 kQ 
2-237 1 1.8 megohm 
2-52 1 9 megohm 


(eeg=waraert] HEATHEKEIT: paaeee 


PART PARTS DESCRIPTION PART PARTS DESCRIPTION 
No, Per Kit No, Per Kit 
CAPACITORS | MISCELLANEOUS 
Disc (23)73-46 3 Plastic grommet 
(4) 21-27 1 005 uF (24)214-66 1 1,5 V battery holder 
(25)214-67 1 8.4 V battery holder 
(26) 260-1 1 Alligator clip 
Tubular (27) 436-35 1 Phone jack 
(5) 23-91 1 .047 uF (1,6 kV) 439-1 1 Red test probe 
(6) 23-61 1 05 uF 439-2 1 Black test probe 
(28)455-50 1 Knob bushing 
CONTROLS-SWITCHES Ve anita ga ws. GOaK ate aE 
(7)10-201 2 10 k& control (s0y308- 701 ‘ maak yalkan w 
(8)10-229 1 2000 2 control (2 kQ) 95-35 1 Plastic case 
10-78 1 15 kQ control (31)490-5 1 Nut starter 
(9)12-80 | 50 kQ dual tandem control 390-306 1 Mode ltniiber label 
(10) 60-2 1 6-lug slide switch 391-34 1 Blue and white label 
(11)60-20 1 9-lug slide switch 597-260 1 Dats Gelbr fare 
(12)63-473 1 12-position rotary switch 597-308 1 Kit-Builders Guide 
1 Manual (See front cover for 
| part number,) 
TRANSISTORS-DIODES _ Solder 
(13)417-118 4 2N3393 transistor 
(or equivalent) 
(14)417-140 1 2N4304 FET (field effect transistor) BATTERIES 
(15)57-27 1 Silicon diode 


The following batteries should be purchased at 
this time for use in the completed kit: 


SHIELDED CABLE-WIRE 1 C-cell flashlight battery, (NEDA 14). 


343-11 1 Shielded cable 1” Fre Pan mercury battery, 

341-1 | Black test lead 

Bats, : Sy ene “ts: *Representative manufacturers and their type 

344-52 1 Red hookup wire IO DE Saas Ge 

gg A Wisiacooerer sre Burgess H126 Ray-O-Vac 1611M 

Eveready E126 RCA VS328 

HARDWARE Mallory TR1i26 | Silvertone (Sears) R6422 
(16) 250-52 6 4-40 x 1/4" screw In an emergency a 9-volt zinc carbon battery(also N.E.D.A. 
(17) 254-9 6 #4 lockwasher #1611) can be used but the result will be short battery life, 
(18) 252-2 6 4-40 nut excessive ‘“‘zero”’ drift, and possible battery contact problems. 
(19) 250-229 4 6-32 x 1/4" phillips head 

screw 

(20) 253-10 4 Control flat washer 
(21) 254-4 3 Control lockwasher 
(22) 252-7 4 Control nut 
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: INTRODUCTION 


The Heathkit Model IM-17 Utility Solid-State Voltmeter is a 
compact, battery-powered voltohmmeter. It is accurate and 
easy to operate. The copolymer case (with probe storage 
compartment) makes the meter especially suitable for service 
calls, as a portable instrument for use in the field, and for 
general utility use. Its simplicity makes it an ideal 
construction project for the novice in electronics. 


The high input resistance of the Voltmeter 
on DC voltage ranges places very little loading 
on a circuit being tested, The 12-position selec- 
tor switch provides four separate ranges each for 
DC voltage, AC voltage, and resistance meas- 
urements, A DC polarity switch allows up- 
scale readings for either positive or negative 


_ voltages without the need of reversing test leads, 


The large 4-1/2 inch meter has four easy-to- 
read scales, An accessory jack permits you to 


use the Heathkit high voltage and RF accessory ~ 


probes, 


All these features combine to provide a versatile, 
accurate, and attractive test instrument that is 
designed for long and dependable service at mini- 
mum cost, 


Refer to the ''Kit Builders Guide" for complete 
information on unpacking, parts identification, 


tools, wiring, soldering, and step-by-step as- 
sembly procedures, 


PARTS LIST 


The numbers in parentheses are keyed to the 
numbers on the Parts Pictorial (fold-out from 
Page 3). 


PART PARTS DESCRIPTION 
No, Per Kit 
RESISTORS 
1/2 Watt 
(1) 1-41 1 10 Q (brown-black-black) 

1-20 y) 10 kQ (brown-black-orange) 

1=22 2 22 kQ (red-red-orange) 

1-24 1 33 kQ (orange-orange- 
orange) 

1-35 1 1 megohm (brown-black- 
green) 

1-38 2 3.3 megohm (orange- 


orange-green) 


To order a replacement part, use the Parts Order Form 
furnished with this kit. If a Parts Order Form is not available, 
refer to “Replacement Parts” inside the rear cover of the 
Manual. For pricing information, refer to the separate “Heath 
Parts Price List.” 


PART PARTS DESCRIPTION 
No, Per Kit 
2 Watt 
(2)3-4-2 1 9.1 2 5% (white-brown-gold- 
gold) 
Precision 


NOTE: These may vary somewhat in appearance 
from the illustration, 


(3) 2-236 1 990 2 
2-35 1 9000 2 (9 kQ) 
2-41 1 90 kQ 
2-54 1 200 kQ 
2-51 1 900 kQ 
2-237 1 1,8 megohm 
2-52 1 9 megohm 


Page 2 
Sm) G4 se4arexit: aie PARTS PICTORIAL 
INTRODUCTION PART PARTS DESCRIPTION PART PARTS DESCRIPTION 
No, Per Kit No, Per Kit 
The Heathkit Model IM-17 Utility Solid-State Voltmeter is a voltages without the need of reversing test leads, 
compact, battery-powered voltohmmeter. It is accurate and The large 4-1/2 inch meter has four easy-to- CAPACITORS MISCELL ANEOUS 
easy to operate. The copolymer case (with probe storage read scales, An accessory jack permits you to Di 
compartment) makes the meter especially suitable for service use the Heathkit high voltage and RF accessory oe (23)73-46 3 Plastic grommet 
calls, as a portable instrument for use in the field, and for probes, (4)21-27 1 2005 UF (24)214-66 1 1,5 V battery holder 
general utility use. Its simplicity makes it an ideal (25)214-67 1 8.4 V battery holder 
construction project for the novice in electronics. (26)260-1 Alligator clip 
ieee ae - ; Tubular (27)436-35. 1 Phone jack 
eatures combine 0 provide a versatile, (5) 23-91 1 .047 uF (1,6 kV) 439-1 1 Red test probe 
accurate, and attractive test instrument that is (6) 23-61 1 05 pF 439-92 1 Black test 
The high input resistance of the Voltmeter designed for long and dependable service at mini- | (28) 455-50 1 mee Rapes 
on DC voltage ranges places very little loading mum cost, (29) 462-252 P Ob pyenine, 
on a circuit being tested, The 12-position selec- CONTROLS-SWITCHES 407-129 7 pumet ge 
tor switch provides four separate ranges each for Refer to the "Kit Builders Guide" for complete ¥ 97-1 My ea; et t Board 
DC voltage, AC voltage, and resistance meas- information on unpacking, parts identification, (7)10-201 2 10 kQ control (30)803-701 1 ety sie 
urements, A DC polarity switch allows up- | tools, wiring, soldering, and step-by-step as- (8)10-229 1 2000 2 control (2 kQ) 95-35 1 P] nats 
scale readings for either positive or negative sembly procedures, 10-78 1 15 kQ control WE: 
(31)490-5 1 Nut starter 
} (9)12-80 1 50 kQ dual tandem control 
 (10)60-2 1 Callie elide ewitch ditepseek Wie pipes gupiber, JAbel 
ee 391-34 1 Blue and white label 
(11)60-20 1 9-lug slide switch 597-260 1 Se ee 
(12)63-473 1 12-position rotary switch 597-308 1 Kit Be acs Saas 
PARTS LIST 1 Manual (See front cover for 


The numbers in parentheses are keyed to the 
numbers on the Parts Pictorial (fold-out from 
Page 3), 


To order a replacement part, use the Parts Order Form 
furnished with this kit. If a Parts Order Form is not available, 


TRANSISTORS-DIODES 


(13)417-118 


4 


2N3393 transistor 


part number,) 
Solder 


Manual. For pricing information, refer to the separate “Heath 


| 
| 
] 
/ 
refer to “Replacement Parts’’ inside the rear cover of the | 
Parts Price List.” { 


(or equivalent) 
2N4304 FET (field effect transistor) 


BATTERIES 


(14)417-140 1 


(15)57-27 1 Silicon diode f 
PART PARTS DESCRIPTION PART PARTS DESCRIPTION The following batteries should be purchased at 
No, Per Kit No, Per Kit this time for use in the completed kit: 
RESISTORS 2 Watt i i SHIELDED CABLE SNIRS 1 C-cell flashlight battery, (NEDA 14). 
(2) 3-4-2 1 9.1 2 5% (white-brown-gold- | r : 1* 8,4 volt mercury battery, 
1/2 Watt gold) | Pr eiria Black test lead BAEC A : 3 
(1) 1-41 1 10 2 (brown-black-black) | 341-2 1 Gad teat lead . 
1-20 2 10 kQ (brown-black-orange) fre 344-50 1 Black hookup wire “Representative manufacturers and their type 
1-22 2 22 kQ (red-red-orange) Precision 344-52 1 Red hookup wire numbers are: 
1-24 1 33 kQ (orange-orange- NOTE: These may vary somewhat in appearance 344-59 1 White hookup wire 
orange) from the illustration, Burgess H126 Ray-O-Vac 1611M 
1-35 1 1 megohm (brown-black- (3) 9_936 1 990 @ Eveready E126 RCA VS328 
green) ~ 2.35 1 9000 2 (9 kQ) HARDWARE Mallory TR126] Silvertone (Sears) R6422 
1-38 2 3,3 megohm (orange- 2-41 1 90 kQ 
orange-green) 2-54 1 200 kQ (16) 250-52 6 4-40 x 1/4" screw In an emergency a 9-volt zinc carbon battery(also N.E.D.A. 
2-51 1 900 k2 (17) 254-9 6 #4 lockwasher #1611) can be used but the result will be short battery life, 
2-237 1 1.8 megohm (18) 252-2 6 4-40 nut excessive “zero” drift, and possible battery contact problems. 
2-52 1 9 megohm (19) 250-229 4 6-32 x 1/4" phillips head 
screw 
(20) 253-10 4 Control flat washer 
(21) 254-4 3 Control lockwasher 
(22) 252-7 4 Control nut 


PARTS PICTORIAL 


GE HEATHKIT: Page 5 


1-1/4" 


PICTORIAL 1 


Fae erence the following lengths of white ( &¥ Connect a 3.3 megohm (orange-orange- 
hookup wire: green) resistor between lug C8 (S-1) and 
lug C10 (NS) of the rotary switch, 


1-3/4" 2-3/4" 
1 Ppa oe NOTE: Refer to Detail 1B to identify the cathode 
1-3/4" Dat oe lead of the silicon diode to be installed in the 
2-1/2" next step, 
Connect one end of each of the following white NOTE: DIODES MAY BE SUPPLIED IN ANY OF ee a, 
i : : DE END OF THE DIODE |S MARKED 
wires to the rotary switch, Leave the other NidgLeaKn as SAS ene POSITION THIS END AS 
end free to be connected later unless the step SHOWN INTHE PICTORIAL. 


directs otherwise, Position the ends as shown, 


WIRE FROM TO 
LENGTH SWITCH 
LUG 


BAND OR BANDS 


We - Detail 1B 
( fA" C10 (NS) Not connected, * 

( Connect the cathode lead of the silicon diode 
( 1" ‘eke Bal Cw D8 (S-1). to lug C10 (S-3) and the other lead to lug 


C12 (S-1) of the rotary switch, 


( 4 1-3/4 PEGrds A eae oe lugs D9 and D10 slightly up toward wafer C. 
eats A 2 N ted, 

( Lag 1/2 12 (8-1) EEO un eE te Set the switch aside. It will be installed later. 

Ne ee Ui mae orconnected. CIRCUIT BOARD ASSEMBLY 

(A 2-3/4" A8 (S-1) Not connected, Position the circuit board lettered side up on 


your work surface as shown in Pictorial 2, Then 
(i201 /2" AT (S-1) Not connected, complete each step on Pictorials 2 and 3, 


BEVELED 
CORNER 


PICTORIAL 7 


Paga'a ag sarees] HEATHEKIT 


STEP-BY-STEP ASSEMBLY 


Before starting to assemble this kit, read the 
Kit Builders Guide for complete information 


on tools, wiring, soldering, and Step-By-Step 
Assembly procedures, 


NOTE: The illustrations in the Step-By-Step 
Assembly section of the Manual are called Pic- 
torials and Details, Pictorials show the overall 
operation for a group of assembly steps; Details 
are used in addition to the Pictorials, usually to 
illustrate a single step, When you are directed 
to refer to a certain Pictorial 'for the following 
steps,'’ continue using that Pictorial until you 
are referred to another Pictorial for another 
group of steps. 


ROTARY SWITCH PREWIRING 


Refer to Pictorial 1 for the following steps, 
Note that the two views are of opposite sides of 
the switch, 


NOTE: As illustrated in Detail 1A, a system of 
letters and numbers is used to identify the 
rotary switch lugs in the following steps, For 
example: A4 refers to wafer A, lug 4 of the 
wafer, Wafer A is nearest the knob end of the 
switch, Note the position of the locating tab in 
relation to the numbering of the switch lugs, 
Wafers C and Dhave the same numbering system 
but are not illustrated, 


LOCATING TAB 


FRONT WAFER A WAFER B 


PLATE (VIEWED FROM 
SHAFT END) 


Detail 1A 


Connect one end of each of the following white 
wires to the rotary switch, Unless the step di- 
rects otherwise, leave the other end of each wire 
free, to be connected later, Be sure to position 
the free ends of the wires as shown, 


When wiring this kit, you will be instructed to 
prepare the lengths of wire ahead of time, as in 
the next step, To prepare a wire, cut it to the 
indicated length and remove 1/4" of insulation 
from each end, The wires are listed inthe order 
in which they will be used, 


( an the following lengths of white hook- 
up wire (a length scale is provided on the 
fold-out from Page 17), 


alan Heeye Wy 

1-1/4" 1-3/4" 

1-3/4" = An 

VAL 2" 

WIRE FROM iO, 

LENGTH SWITCH 

LUG bac 
(“) 1-1/2" C5 (S-1) Not connected, 
(J) 1-1/4" C2 (S-1) Not connected, 
(7) 1-3/4" B6 (S-1) Not connected, 
? 

(4) 2" B3 (NS) Not connected, 
(/ 1-3/4" B3 (S-2) B11 (S-1). 
(4 1-3/4" B2 (S-1) Not connected, 
(4 2-1/4" A6 (NS) Not connected, 
(Aa A2 (S-1) A6 (S-2). 


he Inspect all wires to make sure they are 


not touching any part of the switch mecha- 
nism except the terminals to which they 
are soldered, 


[<3 | 3S HEATHEIT 


1-1/4" 


THODE 
ND OF 


Page 5 


DIODE 1-3/4" 


PICTORIAL 1 


ESO the following lengths of white 


hookup wire: 

1-3/4" 2-3/4" 
1" 2239/4" 
1-3/4" 2-1/2" 
2-1/2" 


Connect one end of each of the following white 
wires to the rotary switch, Leave the other 
end free to be connected later unless the step 
directs otherwise, Position the ends as shown, 


WIRE FROM TO 
LENGTH SWITCH 
LUG 


a C10 (NS) Not connected, 
a 


( . C7 (S-1) D8 (S-1). 

(4 1-3/4" B7 (S-1) Not connected, 
(Wy 2-1/2" Al2 (S-1) Not connected, 
( Weesayac AQ (S-1) Not connected, 
(A 2-3/4" A8 (S-1) Not connected, 
( 2-1/2" AT (S-1) Not connected, 


(# Connect a 3.3 megohm (orange-orange- 
green) resistor between lug C8 (S-1) and 
lug C10 (NS) of the rotary switch, 


NOTE: Refer to Detail 1B to identify the cathode 
lead of the silicon diode to be installed in the 
next step, 


NOTE: DIODES MAY BE SUPPLIED IN ANY OF THE FOLLOW- 
ING SHAPES. THE CATHODE END OF THE DIODE 1S MARKED 
WITH A BAND OR BANDS. ALWAYS POSITION THIS END AS 
SHOWN IN THE PICTORIAL. 


[| BAND OR BANDS | OR BANDS 


Detail 1B 


( Connect the cathode lead of the silicon diode 
to lug C10 (S-3) and the other lead to lug 
C12 (S-1) of the rotary switch, 


OA nena lugs D9 and D10 slightly up toward wafer C. 


Set the switch aside. It will be installed later. 


CIRCUIT BOARD ASSEMBLY 


Position the circuit board lettered side up on 
your work surface as shown in Pictorial 2, Then 
complete each step on Pictorials 2 and 3, 


GR HEATHEKIT" Page 5 


CATHODE 
END OF " 
DIODE -3/4 


PICTORIAL 1 


fe are the following lengths of white (#¥ Connect a 3.3 megohm (orange-orange- 
hookup wire: green) resistor between lug C8 (S-1) and 
lug C10 (NS) of the rotary switch, 


tos / At! 7 2223/4" 
Te 2=3/4" NOTE: Refer to Detail 1B to identify the cathode 
1-3/4" Z=1/ 20 lead of the silicon diode to be installed in the 
2-1/2" next step, 
Connect one end of each of the following white NOTE: DIODES MAY BE SUPPLIED IN ANY OF THE ener 
; ; ATHODE END OF THE DIODE 1S MARKED 
wires to the rotary switch. Leave the other Hah ROKR OR BANDS: ALWAYS POSITION THIS END AS 
end free to be connected later unless the step SHOWN IN THE PICTORIAL. 


directs otherwise, Position the ends as shown, 


WIRE FROM TO 
LENGTH SWITCH 
LUG 


BAND OR BANDS 


Fa Detail 1B 
( 3/4" C10 (NS) Not connected, 

( Connect the cathode lead of the silicon diode 
( 1" C7 (S-1) D8 (S-1). to lug C10 (S-3) and the other lead to lug 


C12 (S-1) of the rotary switch, 


( 4 1-3/4 Bi (8-1) Pepcgmected. (A Bend lugs D9 and D10 slightly up toward wafer C. 

\ y 2-1/2 A12 (8-1) BoEconner ten. Set the switch aside. It will be installed later. 

(4 eee oe La omconnected, CIRCUIT BOARD ASSEMBLY 

(A 2-3/4" A8 (S-1) Not connected, Position the circuit board lettered side up on 


your work surface as shown in Pictorial 2, Then 
(i201 /2" AT (S-1) Not connected, complete each step on Pictorials 2 and 3, 


NOTE: Solder the mounting tabs of 
controls and the leads of the tran- 
sistors and vertically-mounted tu- 
bular capacitor as each part is 
mgunted, 


) 2N3393 transistors at Q2 and 
Q3 (S-6). To identify the tran- 
sistor leads, line up the flat side 
of the transistor with the flat 
outline drawn on the circuit 
board, Then insert the leads into 
their correct holes marked E, 
C, and B, Position the transistor 
about 1/4" above the circuit 
board, Trim off excess leads 

from the foil side of the board, 


(/) Clip the B lead from each ofthe 
two remaining 2N3393 transis- 
tors, Then install these tran- 
sistors at Q4and Q5 (S-4). Trim 
excess leads on the foil side of 
the board, Be sure the cut stub 
of the Blead does not touch the C 

lead, FLAT 


() 50 k& dual control (#12-80). Po- 
sition the control as indicated 
on the circuit board (S-2). 


(“) 9kQ (precision). 


(“) 9902 (precision), 


(* ) 9 MQ (precision). 
(*) 200 kQ (precision). 
(e ) 10 Q (brown-black-black). 


(®) Solder all connections and cut 
off the excess leads, 


PICTORIAL 2 


Gag HPATHEIT 


CONTINUE SS 
: 


33 kQ (orange-orange-orange), 


( ( 

( Solder all connections and cut 

eff the excess leads, 

( F.E.T. (#417-140) (S-3). NOTE: 
Observe the location of the 
leads; then line them up with 
G, D, andS marked on the circuit 
board, Position the transistor 
about 1/4'' above the circuit 


board. (The appearance of this 
transistor may vary). 


D 


(fA 22 kQ (red-red-orange). 


| 


af 19 ko (brown-black-orange). 


(Uy 3.3 MQ (orange-orange-green), 


( y.1 Q (white-brown-gold) 2 watt. 


( Solder all connections and cut 
off the excess leads. 


.047 yw F 1600 V tubular (S-1). 
Note banded end, The other end 
will be connected later, 


——— | 
3 


(“) .05 uF 400 V tubular, Position 
the banded end as shown, 


(#¥ 90 kQ (precision), 


( older all connections and cut 
/ off the excess leads, 

NOTE: You should have a 1 megohm 

resistor (brown-black-green) re- 

maining, It will be used later, 


PROCEED TO PICTORIAL 3 


Page 7 


HEATHEIT: 


START 
a 


The plastic nut starter that is pro- 
vided with this kit will help you pick 


up a nut and start it on the screw CONTINUE 


threads, Use the larger end for #4 
nuts, De 


NOTE: When soldering battery hold- 
er connections, make sure that sol- 
der is confined to the point of con- 
nection, 


1-1/4" white wire from lug 1 
(S-1) to circuit board hole A 
(S-1). 


1-1/4" white wire from lug 2 


) 8.4 V battery holder (#214-67), (S-1) to circuit board hole B 


Position the battery holder as 
shown and mount it to the circuit 
board. (Note the + mark on the 


1-1/2" white wire from lug 1 
(S-1) to circuit board hole C 
(S=1)¢ 


1'' white wire from lug 2 (S-1) 
manoeonon jto circuit board hole D (S-1). 


4-40 SCREW 


Rotary switch (#63-473), NOTE: 
If any of the switch mounting 
lugs are bent, straighten them 
before installing the switch, 


LOCATING TAB 


HOLDER 


.5 V battery holder (#214-66). 

Position the battery holder as 
shown and mount it tothe circuit 
board, NOTE: It may be neces- 
sary to bend the negative solder 
lug to keep it from interfering 
with the vertically-mounted ca- 
pacitor, 


(wf Carefully inspect the switch 
lugs which are next to the cir- 
cuit boards, Any lugs which 
might make contact to other 
components, causing a short 
circuit, should be bent away 
from the board, 


> #4 LOCKWASHER 
4-40 NUT 


(4 Solder all switch pins tothe foil, 
PICTORIAL 3 Do not cut off the soldered leads, 


FINISH 


Pages? | [eg eareerr) 


PICTORIAL 4 


Refer to Pictorial 4 for the following steps, 


Place the wires coming from the rotary switch 
in the circuit board holes as follows: 


FROM TO CIRCUIT BOARD 
SWITCH LUG 
(7) C5 hole CC (NS), 
 ) C2 hole AA (NS), 
(© ) B6 hole EE (NS), 
(7) B3 hole MM (NS), 
(f) B2 hole BB (NS), 
(/) A6 hole DD (NS), 


(//) Solder the 6 wires coming from the switch 
to the circuit board, Trim off any excess 
wire on the foil side of the board, 


PICTORIAL 5 


Refer to Pictorial 5 for the following steps, Note 
that-the position of the circuit board has been 
reversed, 


Place the wires coming from the rotary switch 
in the circuit board holes as follows: 


FROM TO CIRCUIT BOARD 
SWITCH LUG 

( “ C10 hole KK (NS), 

( 4 B7 hole HH (NS), 

(A A12 hole LL (NS), 

(4% Ag hole JJ (NS), 

( 4 A8 hole FF (NS), 

(4 ar hole GG (NS), 


(“) Solder the 6 wires coming from the switch 
to the circuit board, Trim off any excess 


wire on the foil side of the board, 


G4 HErarTHKIT 


Detail 5A 


78 Refer to Detail 5A and connect the free lead 

of the .047 uw F 1600 V capacitor onthe cir- 
"he board to rotary switch lug B10 (S-1), 
( 


Make sure that no wires obstruct lugs A10, 
B9, A4; and C4, to which connections will be 
made later, 


Set the circuit board aside for the present, 


PANEL PARTS MOUNTING 


NOTE: Place a soft cloth on your workbench or 
table to prevent marring the face of the panel 
during the following steps, 


Refer to Pictorial 6 (fold-out from Page 4) for 
the following steps, 


vA Locate the panel and position it on you work 
surface as shown, 


(/) Refer to Detail 6A, and mount the three plas- 
tic grommets at G, H, and J, 


) 5/16" GROMMET 


OUTSIDE OF 
PANEL 


POSITION THE SMALL 
PORTION OF THE GROMMET 
INTO THE PANEL HOLE. 


BEND THELARGE PORTION 
OF THE GROMMET OVER AND 
INTO THE SMALL PORTION. 
PRESS IT FIRMLY INTO 
PLACE. 


Detail 6A 


Page 9 


CONTROL NUT 


CONTROL 
FLAT WASHER 
INSIDE \e) 
OF PANEL io 


CONTROL 
LOCKWASHER 


PHONE JACK 


BEVELED 
CORNER 


Detail 6B 


N- Refer to Detail 6B, and mount the phone 
jack at F, Use a control lockwasher, acon- 
trol flat washer, and a control nut, Position 
the jack as shown, 


( "1 Refer to Detail 6C, and mount the 6-lug slide switch at 
D using two 6-32 x 1/4” phillips screws. 


(h- In a similar manner, mount the 9-lug slide 
Switch at E using two 6-32 x 1/4" phillips 
screws, Position the wide space between the 
switch lugs as shown in the Pictorial, 


6-32x1/4" 
PHILLIPS 
SCREW 


Detail 6C 


Page 10 eg enareerr) HEATHEKIT 


(©) METER NUT 


INSIDE OF 
PANEL (433 METER LOCKWASHER 


CONTROL 


INSIDE OF 
PANEL 
32 
= 


> 
e, CONTROL LOCKWASHER 
> 


CONTROL FLAT WASHER 


CED conrnor NUT 


Detail 6D 


aif Refer to Detail 6D, and mount the 15k con- 
trol at A using a control lockwasher, acon- 
trol flat washer, and a control nut, Position Detail 6E 
the control as shown, 


one 


) Ina similar manner, mount the 20002 (2 k) TAFE potpaite 
control at B using a control lockwasher, a Silt Sey Onn eRe 
control flat washer, and a control nut, CARDBOARD 


NOTE: The hardware necessary for mounting the 
meter is packaged with the meter and willbe re- 
ferred to as "meter hardware," 


(/) Remove the spring shorting wire from the 


meter terminals, METER FACE 


(“) Refer to Detail 6E, and mount the meter at C, 
Use the meter hardware, Save the remaining 
meter hardware for use later, Donot damage 
the plastic meter case by overtightening 


the nuts, Detail 6F 


— 
— 


Refer to Detail 6F, and tape a cardboard 
protector to the face of the meter, 


— ble 
sole 4+} 
a | 
Rage et ot ine ieee sie) 
Detail 7A 


PANEL WIRING 


Refer to Pictorial 7 (fold-out from Page 4) for 
the following steps, 


(Refer to Detail 7A, and prepare the redand - 
black test leads, 


( *) Refer to Detail 7B and solder an alligator 
Clip to one end of the black test lead, 


SOLDER 


ALLIGATOR BLACK TEST LEAD 
CIP 


Detail 7B 


(“) Insert the other end of the black test lead 
through grommet H, and tie a knot approxi- 
mately 3'' from this end of the lead, 


Prepare the black test probe in the following 


manner, 
Dc a 5-1/2" length from the shielded cable 
and put it aside for later use, 


( Wy Refer to Detail 7C, andprepare the remain- 
ing length of shielded cable, 


ee Detail 7D for the following steps, 


(~) Cut one lead of a 1 megohm (brown-black- 
green) resistor to a length of 3/8", Connect 
this lead to the end of the shielded cable 
without shielded lead (S-1), 


( gf Disassemble the black probe, 


( J Insert the end of the cable with shielded lead 

’ through the black probe handle starting from 
the threaded end, Pull the cable until the 
resistor approaches the probe handle, as 
shown, 
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ee: 
oe 


CUT OFF 


SOLDER SHIELD LEAD 


TAKING CARE NOT TOCUT THE OUTER SHIELD OF VERY 
THIN WIRES, REMOVE THE OUTER INSULATION. 


io pe 
TWIST THE SHIELD WIRE INTO ONE STRAND. REMOVE 


THE INNER INSULATION. THEN APPLY A SMALL 
AMOUNT OF SOLDER TO THE END OF THE INNER LEAD 


AND THE SHIELD, 
EEA 
ip DKF 
Pv \ 
44, 


a 


Detail 7C 


( Cut the free end of the resistor to a length 
of 1/2"', Insert this lead into the open end of 
the probe point so that approximately 1/4"' 
extends out through the small hole, About 
half the length of the resistor will be inside 
the probe point, 


(4 Wrap the resistor lead coming from the 
small hole around the shank as shown, 


( YVPlace the nut on the probe point andtighten it, 
This will hold the end ofthe resistor lead in 
place, 


(4) Screw the black probe handle onto the probe 
point, 


THREADED END 
OF HANDLE 


Detail 7D 
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(¥) Insert thé loose end of the shielded cable 
through grommet G, and tie a knot approxi- 
mately 3 inches from this end of the cable, 


() In a similar manner, install the red test- 
probe on one end of the red test lead, No | 


resistor is used, and the inner conductor of 
the red test lead is inserted directly into the 
small hole of the probe point, 


(,)} Wrap the wire lead coming from the small 
_ hole around the shank of the probe point, 


\ 
( .\Place the nut on the probe point and tighten 
ie 


(\ Screw the red probe handle onto the probe 
‘* point, 


\ 

(3) Insert the other end of the red test lead 
through grommet J, and tie a knot approxi- 
mately 6" from the end of the lead, 


‘\ ) Connect the inner lead of the shielded cable 
to lug 2 (NS), andthe shield leadto lug 1 (NS), 
of phone jack F, 


(“) Refer to Detail 7E, and prepare a 5-1/2" 
shielded cable as shown, 


3/4” 
1/4 
TWIST AND SOLDER 
al 


Detail 7E 


(A Connect the inner lead at one end of the 
5-1/2" shielded cable to lug 2 (S-2), andthe 
shield lead to lug 1 (S-2), of phone jack F, 

, The other end will be connected later, 


(¥) Prepare the following lengths of hookup wire: 


§-1/2"" red 
6-1/2" black 
6"' white 


NOTE: many of the wires installed in the follow- 
ing steps will have only one end connected at 
this time, Their free ends will be connected later, 


( ) Connect a 5-1/2" red wire to lug 3 of control 
B (S-1), 


Gg hearHxit 


( 1) Connect 6-1/2" black wire to lug 2 of control 
B (S-1), 


(.)) Connect 6'' white wire to lug 1 of control B 
(S-1), 


( ) Refer to Detail 7F, and twist together the 
three wires connected to control B, The 
wires should be twisted approximately two 
turns per inch, 


Lae i 


Detail 7F 
( * Prepare the following lengths of hookup wire: 


4" red 

4" red 
4-1/2" white 
4-1/2" white 
4" black 

4" black 


NOTE: You may find it easier to solder the lugs 
of slide switch E in the following steps if, before 
you connect the wires, you bend the outer rows of 
lugs outward slightly, 


(1 Connect one end of a 4" red wireto lug 8 of 
slide switch E (S-1), 


( Ly Connect one end of a 4" red wire to lug 7 of 
Slide switch E (S-1), 


(4 Twist together the two red wires connected 
to slide switch E to form a twisted pair, 


(Y Connect a 4-1/2" white wire to lug 5 of 
slide switch E (S-1), 


( Connect a 4-1/2" ywhite wire to lug 4 of 
Slide switch E (Sl), 


v8 
( WY Twist together the two white wires connected 
to slide switch E to form a twisted pair, 


(/) Connect a 4" black wire to lug 3 of slide 
switch E (S-1), 


(\) Connect a 4" black wire to lug 2 of slide 
switch E (S-1), 


(“) Twist together the two black wires connected 
to slide switch E to form a twisted pair, 


HEATHEIT: 
= 


(“) Prepare the following lengths of hookup wire: 


1" red 

1" black 
3-1/2" red 
3-1/2" black 
3-1/2" black 
4-3/4" white 


(4) Connect a 1" red wire between lugs 3 (S-1) 
and 4 (NS) of slide switch D, 


(*) Connect a 1" black wire between lugs 1 (NS) 
and 6 (S-1) of slide switch D, 


a enicct a 3-1/2" red wire to lug 4 of slide 
switch D (S-2), 


(9 Connect a 3-1/2" black wire to lug 1 of slide 
switch D (S-2), 


(Ly Twist together the red from lug 4 andblack 
wire from lug 1 of slide switch D, 


( Connect a 3- 1/2" black wire to lug 5 of Slide 
switch D (S-1), 


(,)) Connect a 4-3/4" white wire to lug 2 of slide 


witch D (S-1) 
( . together the black wire from lug 5 and 
white wire from lug 2 of slide switch D, 


CIRCUIT BOARD WIRING 


Refer to Pictorial 8 (fold-out from this Page) 
for the following steps, 


(4 Prepare the following lengths of hookup wire: 


1'' white 
1-1/4" white 
3" red 

3" black 


(AF connect a 1" length of white wire from lug 5 
of the Bias Adj control (S-1) to circuit 
board hole M (S-1), 


eee a 1-1/4" length of white wire from 
lug 1 of the Bias Adj control (S-1) to circuit 
board hole L (S-1), 


( W Connect one end ofa 3" red wire to hole F in 
the circuit board (S-1), 
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(of Connect one end of a 3'' black wire to hole E 
in the circuit board (S-1), 


( oy Twist these two wires together to forma 
twisted pair, Position them as_ shown, 


(8 Connect the free end of the black test lead to 
circuit board hole K (S-1), 


Connect the twisted wires from control B as 
follows: 


(.y Red wire to lug 2 on the Bias Adj control 
(S-1), 


(¥) White wire to lug 6 on the Bias Adj con- 
trol (S-1), 


on Black wire to circuit board hole N (S-1), 


Connec#athe wires from switch E ALS the circuit 
board as follows: 


(A Either white wire to hole P (S-1), and the 
other white wire to hole R (S-1), 


(\)Either black wire to hole T (S-1), and the 
other black wire to hole S (S-1), 


(4 Either red wire to hole W (S-1), and the 
other red wire to hole U (S-1), 


(&)Connect the loose end of the red test lead 
to lug B9-of the rotary switch (S-1), 


Connect the red and black twisted pair from 
slide switch D as follows: 


(@f'Red wire to circuit board hole J (S-1), 
(yy Black wire to circuit board hole H (S-1), 


Connect the black and white twisted pair from 
slide switch D to the rotary switch as follows: 


( Y White wire to lug A10 (S-1), 

( «)Black wire to lug A4 (S-1), 

(«J Connect the inner lead of the 5-1/2" shielded 
cable from phone jack F tolug C4 of the ro- 


tary switch (S-1), and the shield to circuit 
board hole G (S-1), 


7? 


a 


\ 
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(v) Insert the loose end of the shielded cable 
through grommet G, and tie a knot approxi- 
mately 3 inches from this end of the cable, 


() In a similar manner, install the red test- 
probe on one end of the red test lead, No . 


resistor is used, and the inner conductor of 
the red test lead is inserted directly into the 
small hole of the probe point, 


) Wrap the wire lead coming from the small 
_ hole around the shank of the probe point, 


( )\Place the nut on the probe point and tighten 
it 


(\ Screw the red probe handle onto the probe 
‘* point, 


QS Insert the other end of the red test lead 
through grommet J, and tie a knot approxi- 
mately 6"' from the end of the lead, 


% ) Connect the inner lead of the shielded cable 
to lug 2 (NS), andthe shield leadto lug 1 (NS), 
of phone jack F, 


(“) Refer to Detail 7E, and prepare a 5-1/2" 
shielded cable as shown, 


3/4" 
te 
=a nit eee 
TWIST AND SOLDER 


A Detail 7E 


(A Connect the inner lead at one end of the 
5-1/2"' shielded cable to lug 2 (S-2), andthe 
shield lead to lug 1 (S-2), of phone jack F, 
The other end will be connected later, 


Prepare the following lengths of hookup wire: 


5.1/2 red 
6-1/2" black 
6'' white 


NOTE: many of the wires installed in the follow- 
ing steps will have only one end connected at 
this time, Their free ends will be connected later, 


( } Connect a 5-1/2" red wire to lug 3 of control 
B (S-1), 


GS Heatruxit 


( ) Connect 6-1/2" black wire to lug 2 of control 
B (S-1). 
iN 


( ) Refer to Detail 7F, and twist together the 
three wires connectéd to control B, The 
wires should be twisted approximately two 
turns per inch, 


Connect 6" white wire to lug 1 of control B 
(S-1), 


Besa e. 1 INCH caine, 
Detail 7F 
( 6 Prepare the following lengths of hookup wire: 


4" red 

4" red 
4-1/2" white 
4-1/2" white 
4" black 

4" black 


NOTE: You may find it easier to solder the lugs 
of slide switch E in the following steps if, before 
you connect the wires, you bend the outer rows of 
lugs outward slightly, 


(1 Connect one end of a 4"' red wire to lug 8 of 
slide switch E (S-1), 


( Connect one end of a 4"' red wire to lug 7 of 
Slide switch E (S-1), 


(4 Twist together the two red wires connected 
to slide switch E to form a twisted pair, 


(AY Connect a 4-1/2" white wire to lug 5 of 
slide switch E (S-1), 


( Connect a 4-1/2" ywhite wire to lug 4 of 
Slide switch E (S-1), 
yf 
( Y Twist together the two white wires connected 
to slide switch E to form a twisted pair, 


(/) Connect a 4" black wire to lug 3 of slide 
switch E (S-1), 


(~) Connect a 4'' black wire to lug 2 of slide 
switch E (S-1), 


(“) Twist together the two black wires connected 
to slide switch E to form a twisted pair, 
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(4) Insert the loose end of the shielded cable ( by Connect 6-1/2" black wire to lug 2 of control 


through grommet G, and tie a knot approxi- 


. mately 3 inches from this end of the cable, 


) In a similar manner, install the red test 
probe on one end of the red test lead, No 
resistor is used, and the inner conductor of 
the red test lead is inserted directly into the 
small hole of the probe point, 


( Wrap the wire lead coming from the small 
, hole around the shank of the probe point, 


( Place the nut on the probe point and tighten 
it 


(Y Screw the red probe handle onto the probe 
point, 


a Insert the other end of the red test lead 
through grommet J, and tie a knot approxi- 
mately 6'' from the end of the lead, 


) Connect the inner lead of the shielded cable 
to lug 2 (NS), and the shield leadto lug 1 (NS), 


f phone jack F, 
Bs Sa to Detail 7E, and prepare a 5-1/2" 


shielded cable as shown, 


3/4" 


1/4 


TWIST AND ah ern 


Detail 7E 
( Connect the inner lead at one end of the 


5-1/2" shielded cable to lug 2 (S-2), andthe 
shield lead to lug 1 (S-2), of phone jack F, 
The other end will be connected later, 


J, Prepare the following lengths of hookup wire: 


5-1/2" red 
6-1/2" black 
6" white 


NOTE: many of the wires installed in the follow- 
ing steps will have only one end connected at 
eee Their free ends will be connected later, 


( 


Connect a 5-1/2" red wire to lug 3 of control 
B (S-1). 


B (S-1), 


() Connect 6" white wire to lug 1 of control B 
(S-1). 


( Y) Refer to Detail 7F, and twist together the 
three wires connected to control B, The 
wires should be twisted approximately two 
turns per inch, 


pile 1 INCH nA 


Detail 7F 
( #3 Prepare the following lengths of hookup wire: 


4" red 

4" red 
4-1/2" white 
4-1/2" white 
4" black 

4" black 


NOTE: You may find it easier to solder the lugs 
of slide switch E in the following steps if, before 
you connect the wires, you bendthe outer rows of 
lugs outward slightly. 


(By Gontiect one end of a 4" red wire to lug 8 of 
slide switch E (S-1), 

( vConnect one end of a 4" red wire to lug 7 of 

aides switch E (S-1), 


(~) Twist together the two red wires connected 
to slide switch E to form a twisted pair, 


(Connect a 4-1/2" white wire to lug 5 of 
slide switch E (S-1), 


( & Connect a 4-1/2" ywhite wire to lug 4 of 


rae switch E (S-1), 
( Twist together the two white wires connected 


to slide switch E to form a twisted pair, 
(4 Connect a 4" black wire to lug 3 of slide 
switch E (S-1), 
re 
(J Connect a 4" black wire to lug 2 of slide 
switch E (S-1), 


( 4 Twist together the two black wires connected 
to slide switch E to form a twisted pair, 


GS 2 BatTuHxitT’ 


(“) Prepare the following lengths of hookup wire: 


1" red 

1" black 
3-1/2" red 
3-1/2" black 
3-1/2" black 
4-3/4" white 


( (rors teal a 1" red wire between lugs 3 (S-1) 
and 4 (NS) of slide switch D, 


( we Connect a 1" black wire between lugs 1 (NS) 
and 6 (S-1) of slide switch D, 


(\Aceonneet a 3-1/2" red wire to lug 4 of slide 
switch D (S-2), 


(Connect a 3-1/2" black wire to lug 1 of slide 
switch D (S-2), 


(Ly Twist together the red from lug 4 andblack 
wire from lug 1 of slide switch D, 


( Connect a 3-1/2" black wire to lug 5of slide 
switch D (S-1), 


(;,A Connect a 4-3/4" white wire to lug 2 of slide 
switch D (S-1), 


( 4) Twist together the black wire from lug 5 and 
white wire from lug 2 of slide switch D, 


CIRCUIT BOARD WIRING 


Refer to Pictorial 8 (fold-out from this Page) 
for aoe following steps, 


( “A Prepare the following lengths of hookup wire: 


1"' white 
1-1/4" white 
3" red 

3" black 


(F Connect a 1" length of white wire from lug 5 
of the Bias Adj control (S-1) to circuit 
board hole M (S-1), 


te es a 1-1/4" length of white wire from 
lug 1 of the Bias Adj control (S-1) to circuit 
board hole L (S-1), 


( W Connect one end ofa 3''red wire to hole F in 
the circuit board (S-1), 
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(ef Connect one end of a 3" black wire to hole E 
in the circuit board (S-1), 


( * Twist these two wires together to forma 
twisted pair. Position them as shown, 


(8) Connect the free end of the blacktest lead to 
circuit board hole K (S-1), 


Connect the twisted wires from control B as 
follows: 


(A Red wire to lug 2 on the Bias Adj control 
(S-1). 


(¥) White wire to lug 6 on the Bias Adj con- 
trol (S-1), 


FF Black wire to circuit board hole N (S-1), 


Connec¥ithe wires from switch E to the circuit 
board as follows: 


(A. Either white wire to hole P (S-1), and the 
other white wire to hole R (S-1), 


(\)’Either black wire to hole T (S-1), and the 
other black wire to hole S (S-1), 


‘ht Either red wire to hole W (S-1), and the 
other red wire to hole U (S-1). 


(Connect the loose end of the red test lead 
to lug B9-of the rotary switch (S-1). 


Connect the red and black twisted pair from 
slide switch D as follows: 


(Rea wire to circuit board hole J (S-1), 
(AeGBiack wire to circuit boardehole Hulse 


Connect the black and white twisted pair from 
slide switch D to the rotary switch as follows: 


( ¥Y White wire to lug A10 (S-1), 

( ¢Black wire to lug A4 (S-1), 

(«¥ Connect the inner lead of the 5-1/2" shielded 
cable from phone jack F tolugC4 of the ro- 


tary switch (S-1), and the shield to circuit 
board hole G (S-1), 


he 
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FINAL WIRING 
Refer to Pictorial 9 for the following steps, 
( Refer to Detail 9A and thread a meter nut 


onto each meter stud, Then place a meter 
washer on each stud, 


WASHER 


Detail 9A 


) Position the circuit board so the rotary 
switch shaft extends through it$ hole in the 
panel and the meter studs extend through 
the circuit board holes, 


(_) Adjust the two meter nuts so the circuit 
board is parallel to the front panel as 
shown in the inset drawing on the Pictorial, 


( hk Place a meter lockwasher and a meter nut 
on each of the two studs extending from the 
circuit board, Leave the nuts loose, 


hi Secure the rotary switch to the panel, Usea 
control flat washer and a control nut, 


(\ ¥ Tighten the nuts on the meter studs, CAU- 
TION: Do not overtighten the nuts as the 
circuit board can be damaged, 


A Connect the red wire from hole F of the 
circuit board to lug 3 of control A (S-1), 


A 
( ee the black wire from hole E of the 
circuit board to lug 2 of control A (S-1), 


ADJUST NUTS SO CIRCUIT BOARD 
IS PARALLEL TO FRONT PANEL 


CONTROL NUT 


CONTROL FLAT, : 
WASHER ‘@ 
vs BLK y 


#10 EXTERNAL TOOTH Qe 
LOCKWASHER g 


10-32 NUT 
Pe 


PICTORIAL 9 
Refer to Detail 9B for the following steps. 


Ce With a pair of pliers, rotate the shaft of the rotary 
switch so its flat side is facing the 1000 position in the 
DC Volts range, as shown. NOTE: Be sure to leave the 
shaft in this position for the following steps. 


Refer to Detail 9B and notice that the knob bushing is - 


tapered. Be sure, in the next step, to place this bushing on 
the shaft with the small end facing out, or the knob will not 
slide onto it. (Roll the bushing on a flat surface if you are 
unsure about it; the bushing will gradually turn toward the 
small end.) 


fom! Press the knob béching onto the shaft. 


wh Position the knob with the pointer directed towards 
the | position in the DC Volts range and press the knob 
firnily onto the knob bushing. 


Carefully remove the knob bushing and knob together. 


ae HEATHEKIT® ea 


lace the knob on ahard surface; then press 
the knob bushing firmly into the knob, Usea 
soft cloth on the work surface to avoid 
scratching the knob, 


(“J Press the knob and bushing firmly onto the 
switch shaft, 


(Sf Make sure the white index line of the knob points to 
the 1 position in the DC Volts range. 


NOTE: The blue and white label that is installed 
in the next step shows the Model number and Pro- 
duction Series number of your kit, Refer to these 
numbers in all communications with the Heath 
Company; this assures you that you willreceive 
the most complete and up-to-date information in 
return, 


(iy Keaiove the backing from the blue and white label and 


press the label onto the chassis as shown in Pictorial 9. 


Fi Cu to see that all connections are soldered and that 
no solder bridges exist between foils on the circuit 
board. Shake out any solder splashes or wire clippings. 


( Remove the cardboard protector from the meter face. 


This completes the assembly of the Voltmeter except for the 
case which is installed later. 


NUTDRIVER 


Detail 9B 


CALIBRATION 


Refer to Figure 1 and 2 (fold-out from Page 14) 
for the following steps, 


NOTE: If the Voltmeter does not seem to operate 
properly during any of the following tests, turn it 
off immediately and refer to In Case Of Diffi- 
culty on Page 23, 


( Turn the mechanical zero-adjust screw at 
the bottom of the meter until the meter 
pointer is directly over the zero indication 
on the meter face, 


(') Set the Voltmeter switches and controls as 
follows: 


SELECTOR SWITCH: DC VOLTS/1000 


POLARITY: DC+ 

POWER: OFF 

ZERO: Center of rotation, 

BIAS ADJ (on circuit board): Maximum counter- 
clockwise, 

DC CAL (on circuit board): Maximum counter- 
clockwise, 

AC CAL (on circuit board): Maximum counter- 
clockwise, 


(4 Install the batteries as shownin Pictorial 9, 
Match the + markings on the batteries to 
the + markings screened on the circuit 
board, 
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&)- Place the knob on ahard surface; then press 
the knob bushing firmly into the knob, Usea 
soft cloth on the work surface to avoid 
scratching the knob, 


(“F Press the knob and bushing firmly onto the 
switch shaft, 


cae Make sure the white index line of the knob points to 
the | position in the DC Volts range. 


NOTE: The blue and white label that is installed 
in the next step shows the Model number and Pro- 
duction Series number of your kit, Refer to these 
numbers in all communications with the Heath 
Company; this assures you that you will receive 
the most complete and up-to-date information in 
return, 


(ty Kemove the backing from the blue and white label and 


press the label onto the chassis as shown in Pictorial 9. 


) Check to see that all connections are soldered and that 
_no solder bridges exist between foils on the circuit 
board. Shake out any solder splashes or wire clippings. 


() Remove the cardboard protector from the meter face. 


This completes the assembly of the Voltmeter except for the 
case which is installed later. 


KNOB BUSHING 


POINTER 


_INSET 


Detail 9B 


CALIBRATION 


Refer to Figure 1 and 2 (fold-out from Page 14) 
for the following steps, 


NOTE: If the Voltmeter does not seem to operate 
properly during any of the following tests, turn it 
off immediately and refer to In Case Of Diffi- 
culty on Page 23, 


( Turn the mechanical zero-adjust screw at 
the bottom of the meter until the meter 
pointer is directly over the zero indication 
on the meter face, 


(‘) Set the Voltmeter switches and controls as 
follows: 


SELECTOR SWITCH: 
POLARITY: 

POWER: 

ZERO: 


BIAS ADJ (on circuit board): 


DC CAL (on circuit board): 


AC CAL (on circuit board): 


esa 
ae 
KNOB 
BUSHING 


LARGE a 
OPENING 
KNOB 


DC VOLTS/1000 
DC+ 

OFF 

Center of rotation, 
Maximum counter- 
clockwise, 
Maximum counter- 
clockwise, 
Maximum counter- 
clockwise. 


(~) Install the batteries as shown in Pictorial 9, 
Match the + markings on the batteries to 
the + markings screened on the circuit 


board, 


) fT eh 
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lace the knob on ahard surface; then press 
the knob bushing firmly into the knob, Usea 
soft cloth on the work surface to avoid 
scratching the knob, 


(“J Press the knob and bushing firmly onto the 
switch shaft, 


(i Make sure the white index line of the knob points to 
the 1 position in the DC Volts range. 


NOTE: The blue and white label that is installed 
in the next step shows the Model number and Pro- 
duction Series number of your kit, Refer to these 
numbers in all communications with the Heath 
Company; this assures you that you will receive 
the most complete and up-to-date information in 
return, 


(fue Renibive the backing from the blue and white label and 


press the label onto the chassis as shown in Pictorial 9. 


) Check to see that all connections are soldered and that 
-no solder bridges exist between foils on the circuit 
board. Shake out any solder splashes or wire clippings. 


(A Remove the cardboard protector from the meter face. 


This completes the assembly of the Voltmeter except for the 
case which is installed later. 
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Detail 9B 


CALIBRATION 


Refer to Figure 1 and 2 (fold-out from Page 14) 
for the following steps, 


NOTE: If the Voltmeter does not seem to operate 
properly during any of the following tests, turn it 
off immediately and refer to In Case Of Diffi- 
culty on Page 23, 


( Turn the mechanical zero-adjust screw at 
the bottom of the meter until the meter 
pointer is directly over the zero indication 
on the meter face, 


(‘) Set the Voltmeter switches and controls as 
follows: 


SELECTOR SWITCH: DC VOLTS/1000 


POLARITY: DC+ 

POWER: OFF 

ZERO: Center of rotation, 

BIAS ADJ (on circuit board): Maximum counter- 
clockwise. 

DC CAL (on circuit board): Maximum counter- 
clockwise. 

AC CAL (on circuit board): Maximum counter- 
clockwise, 


(- “4 Install the batteries as shownin Pictorial 9, 
Match the + markings on the batteries to 
the + markings screened on the circuit 
board, 
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ELECTRICAL ZERO ADJUSTMENT 


(\) Turn POWER switch to ON and adjust the 
BIAS ADJ control for an approximately zero 
meter reading, 

( pf Turn the ZERO control fully clockwise, This 

_ Should result in an upscale meter reading, 

( {) Readjust ZERO control for a zero indication 

- on the meter, 


y 


(7) Alternate the POLARITY switch between 
DC+ and DC-, If the meter needle was set 
exactly on zero, it should remain on zero in 
either switch position, 


Set the POLARITY switch to DC- and turn 
the ZERO control fully counterclockwise, 
This should cause the meter pointer to move 
upscale, Readjust the ZERO control for a 
zero indication on the meter, 


( 


_— 


DC CALIBRATION 


( ) Set the POLARITY switch to DC+, 


( ) Turn the SELECTOR switch to DC VOLTS/ 
10, 


(_ ) Touch the tip of the DC probe (gray test lead) to the 
positive terminal of the 1.5 V battery and adjust the 
DC CAL control (on circuit board) for a 1.5 volt meter 
indication on the black scale, as shown in Figure 3. (If 
other DC voltages that are known to be more accurate 
are available, they may be used to further check the DC 
Calibration.) 
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Figure 3 


( ) Remove the probe tip from the battery and 
readjust the ZERO control for a zero indi- 
cation on the meter, Then repeat the pre- 
vious step, 


AC CALIBRATION 


CAUTION: Use extreme care when measuring 


line voltages, Personal shock or instrument 
damage could result from carelessness, 


( ) Turn the SELECTOR switch to AC VOLTS/ 
1000 and set the POWER switch to ON, 


( ) Connect the AC-ohms test leads (black lead 
and red lead) across the AC line, You can 
do this most conveniently if you first attach 
the alligator clip on the black lead to the 
metal shank of a screwdriver, Then insert 
the blade of the screwdriver into one of the 
slotted openings in an electric wall outlet, 
TAKE CARE NOT TO TOUCH THE TIP OF 
THE RED PROBE TO THE SCREWDRIVER, 
and carefully insert the tip of the redprobe 
into the remaining opening in the wall outlet, 


( ) Adjust the AC CAL control (on the circuit 
board) for a meter reading of 120 volts on 
the black scale (this is a reading of 1,2, or 
one scale division above the numeral 1, as 
shown in Figure 4), If the line voltage is 
known to be other than 120 volts, adjust for 
this value, 


(_ ) Disconnect the test leads from the AC line, 
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Figure 4 


VOLTMETER USE CHART 


SELECTOR SCALE MULTI- | ACTUAL VALUE | USE TEST 
SWITCH READING| PLIER VOLTS/OHMS LEAD* _ 
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**kQ = kilohm (1,000 ohms), 
megohm = 1,000,000 ohms, 
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ELECTRICAL ZERO ADJUSTMENT 


(;) Turn POWER switch to ON and adjust the 
BIAS ADJ control for an approximately zero 
meter reading, 


( ff Turn the ZEROcontrol fully clockwise, This 

_ Should result in an upscale meter reading, 

(| ) Readjust ZERO control for a zero indication 
’ on the meter, 


(| ) Alternate the POLARITY switch between 
DC+ and DC-, If the meter needle was set 
exactly on zero, it should remain on zero in 
either switch position, 


( ) Set the POLARITY switch to DC- and turn 
the ZERO control fully counterclockwise, 
This should cause the meter pointer to move 
upscale, Readjust the ZERO control for a 
zero indication on the meter, 


DC CALIBRATION 


( ) Set the POLARITY switch to DC+, 


( ) Turn the SELECTOR switch to DC VOLTS/ 
10, 


(_ ) Touch the tip of the DC probe (gray test lead) to the 
positive terminal of the 1.5 V battery and adjust the 
DC CAL control (on circuit board) for a 1.5 volt meter 
indication on the black scale, as shown in Figure 3. (If 
other DC voltages that are known to be more accurate 
are available, they may be used to further check the DC 
Calibration.) 


XR U, es 
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Figure 3 


( ) Remove the probe tip from the battery and 
readjust the ZERO control for a zero indi- 
cation on the meter, Then repeat the pre- 
vious step, 


AC CALIBRATION 


CAUTION: Use extreme care when measuring 


line voltages, Personal shock or instrument 
damage could result from carelessness, 


(_ ) Turn the SELECTOR switch to AC VOLTS/ 
1000 and set the POWER switch to ON, 


( ) Connect the AC-ohms test leads (black lead 
and red lead) across the AC line, You can 
do this most conveniently if you first attach 
the alligator clip on the black lead to the 
metal shank of a screwdriver, Then insert 
the blade of the screwdriver into one of the 
slotted openings in an electric wall outlet, 
TAKE CARE NOT TO TOUCH THE TIP OF 
THE RED PROBE TO THE SCREWDRIVER, 
and carefully insert the tip of the redprobe 
into the remaining opening in the wall outlet, 


( ) Adjust the AC CAL control (on the circuit 
board) for a meter reading of 120 volts on 
the black scale (this is a reading of 1.2, or 
one scale division above the numeral 1, as 
shown in Figure 4), If the line voltage is 
known to be other than 120 volts, adjust for 
this value, 


( ) Disconnect the test leads from the AC line, 


Figure 4 
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ELECTRICAL ZERO ADJUSTMENT 


(y) Turn POWER switch to ON and adjust the 
BIAS ADJ control for an approximately zero 
meter reading, 


( Turn the ZEROcontrol fully clockwise, This 
_ should result in an upscale meter reading, 


( ) Readjust ZERO control for a zero indication 
* on the meter, 


( )) Alternate the POLARITY switch between 
DC+ and DC-, If the meter needle was set 
exactly on zero, it should remain on zero in 
either switch position, 


_ 
~ 


Set the POLARITY switch to DC- and turn 
the ZERO control fully counterclockwise, 
This should cause the meter pointer to move 
upscale, Readjust the ZERO control for a 
zero indication on the meter, 


DC CALIBRATION 


( ) Set the POLARITY switch to DC+, 


( ) Turn the SELECTOR switch to DC VOLTS/ 
LO 


(_ ) Touch the tip of the DC probe (gray test lead) to the 
positive terminal of the 1.5 V battery and adjust the 
DC CAL control (on circuit board) for a 1.5 volt meter 
indication on the black scale, as shown in Figure 3. (If 
other DC voltages that are known to be more accurate 
are available, they may be used to further check the DC 
Calibration.) 


Figure 3 


( ) Remove the probe tip from the battery and 
readjust the ZERO control for a zero indi- 
cation on the meter, Then repeat the pre- 
vious step, 


AC CALIBRATION 


CAUTION: Use extreme care when measuring 
line voltages, Personal shock or instrument 


damage could result from carelessness, 


(_ ) Turn the SELECTOR switch to AC VOLTS/ 
1000 and set the POWER switch to ON, 


( ) Connect the AC-ohms test leads (black lead 
and red lead) across the AC line, You can 
do this most conveniently if you first attach 
the alligator clip on the black lead to the 
metal shank of a screwdriver, Then insert 
the blade of the screwdriver into one of the 
slotted openings in an electric wall outlet, 
TAKE CARE NOT TO TOUCH THE TIP OF 
THE RED PROBE TO THE SCREWDRIVER, 
and carefully insert the tip of the red probe 
into the remaining opening in the wall outlet, 


~~ 


(_ ) Adjust the AC CAL control (on the circuit 


board) for a meter reading of 120 volts on 
the black scale (this is a reading of 1.2, or 
one scale division above the numeral 1, as 
shown in Figure 4), If the line voltage is 
known to be other than 120 volts, adjust for 
this value, 


( ) Disconnect the test leads from the AC line, 
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OHMS ADJUSTMENT 


( ) Turn the SELECTOR switch to Rx1M, The 
meter should give an up-scale reading, 


(_ ) Adjust the OHMS control for a full scale (INF) 
reading on the green scale, 


(_ ) Touch the tips of the AC-ohms test leads 
(the red probe and the alligator clip) to- 
gether; this should cause a zero meter read- 
ing, If it does not, turn the ZERO control 
(with the leads touching) to zero the meter 
needle, Then separate the leads and repeat 
the preceding step and this step, 


(_) Turn the SELECTOR switch to each of the 
other three resistance ranges, Each range 
should give a zero indication with the AC- 
ohms test leads touching each other, andan 
INF reading with these test leads apart, 
On the Rx1 range, with the leads touching, 
observe that there will be a fraction of an 
ohm circuit resistance, 


FINAL BIAS ADJUSTMENT 


(_ ) Turn the SELECTOR switch to one of the DC 
VOLTS positions, 


( ) Turn the ZERO control fully clockwise, 


(_ ) Adjust the BIAS ADJ control for a reading of 
1 on the black 0-10 scale, 


Turn the ZERO control for a "O" meter 
reading, NOTE: This setting of the BIAS ADJ 
control should allow for future adjustments 
to "'O" as the battery voltage decreases 
over a period of time, When ''O"' cannot be 
reached by adjusting the ZERO control, the 
BIAS ADJ may be reset without disturbing 
the calibration, 


( 


~~ 


(_ ) Turn the POWER switch to OFF, 


This completes the Calibration, 


FINAL ASSEMBLY 


Refer to Pictorial 10 for the following steps. 


( ) Position the panel with the meter face up in the case; 
then spread the sides slightly to allow the panel to seat 
on the ledge under the side tabs. Because the case is 
stiff, you may have to use a screwdriver with a wide 
blade to pry the sides of the case at the points shown. 


() Press the panel toward the cover “hinge” until it snaps 
into position. 


() Remove the backing paper from the model number 
label and fasten the label in the long recess in the 
outside of the case cover, as shown in inset #2 of 
Pictorial 10. 


This completes the assembly of your Voltmeter, 


O 


SNAP PANEL IN 
PLACE UNDER TAB 


SSS GROOVE 
= ( SS 
Hiif\c ) 


MODEL NUMBER 
LABEL 


PICTORIAL 10 


Y, % 3/, 4” 2” 3” 4” 5” 6” 


VOLTMETER USE CHART 


ACTUAL VALUE | USE TEST 
SWITCH READING| PLIER LEAD* 

a CS ECR 

pe vorTs/i0 | Backo-10 | 4 ft, | eavons 

a CO 


15 Ohms 
al 500 Ohms 


0 
0 -- 


Q] Q 
ele ede 
ele lle 


*In addition to the common (black) test lead, 


**kQ = kilohm (1,000 ohms), 
megohm = 1,000,000 ohms, 
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OPERATION 


The power consumption of the Solid-State Volt- 
meter is very low and there is no objection to 
leaving the instrument turned on continuously 
during a series of measurements rather than 
turning it off each time a measurement function 
is completed, However, to prevent drain on the 
ohmmeter battery, do not leave the SELECTOR 
switch set in the OHMS position longer than is 
necessary to make resistance measurements, 


The Voltmeter Use Chart (fold-out from this 
page) has been included to summarize the follow- 
ing instructions on using the Voltmeter, 


NOTE: If you are not thoroughly familiar with 
the measurement of volts and resistance, refer 
to the Applications section on Page 32, for some 
practical ways to use the voltmeter, 


SAFETY PRECAUTIONS 


CAUTION: It is good practice to observe certain 
basic rules of operating procedure anytime volt- 
age measurements are to be made, Always handle 
the test probe by the insulated housing only and do 
not touch the exposed tip portion, 


When high voltage measurements are to be made, 
remove operating power to the unit under test 
before connecting the test leads, If this is not 
possible, be careful to avoid accidental contact 
with nearby objects which could provide a ground 
return path, When working on high voltage cir- 
cuits, play safe, Keep one hand in your pocket to 
minimize accidental shock hazardand be sure to 
stand on a properly insulated floor or floor cov- 
ering, 


TEST LEADS 


The black test lead with the alligator clip is the 
common, or negative, lead, It is usually con- 
nected to the chassis, or lower voltage point, 
when you are measuring DC voltage, When you 
measure AC voltage, or resistance, it canusu- 
ally be connected to either side of the circuit, 


The gray, shielded'lead with the black probe is 


used (with the black test lead) to measure DC 
voltages only, Connect this lead to the positive 
(+) or the higher voltage point of the circuit, 


The red test lead with the red probe is used 
(with the black lead) to measure both AC voltage 


and resistance, These leads are connected to the 
two sides of the circuit when measuring AC volt- 
age, To measure resistance, connect the black 
lead to one side andthe redleadto the other side 
of the circuit or device to be measured, 


NOTE: If the resistance of a circuit is being 
measured, and that circuit contains diodes, 
transistors, or electrolytic capacitors, the test 
leads must be connected to the circuit correctly 
(with the test leads correctly polarized) or you 
will not obtain correct readings, For example, 
when there is a diode in the circuit, you may 
obtain two different resistance readings, depend- 
ing on how you connect the test leads, The 
lower reading, which will include the forward 
resistance of the diode, will occur when the 
black test lead is connected near the cathode 
end of the diode, The higher reading, which 
will give the diode's back resistance, will occur 
when the black lead is connected near the anode 
of the diode, 


MAKING MEASUREMENTS 


Figure 5 shows the scales and markings on the 
face of the meter, Before making any voltage or 
resistance measurements with your Voltmeter, 
be sure to turn the POWER switch ON and check 
the zero position of the pointer with the POLAR- 
ITY switch at DC+ and DC-, Turn the ZERO 
control, if necessary, to zero the meter, 


Figure 5 
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CAUTION: When measuring voltage, always set 
the SELECTOR switch to a range greater than 
the voltage to be measured, if an approximate 
voltage is known, If the voltage is completely 
unknown, set the SELECTOR switch to 1000 
and connect the test leads to the circuit to be 
measured, Then momentarily turn the power on, 
If the meter moves less than 1/10 of full scale, 
switch to the next lower range, The maximum 
voltage that can be safely measured with your 
Voltmeter is 1000 volts, and this limit must not 
be exceeded, 


RESISTANCE (OHMS) READINGS 


CAUTION: Before attaching the test leads for re- 
sistance measurements, make sure there is no 
power on the circuit and that all large capaci- 
tors have been discharged, 


The SELECTOR switch must be at one of the 
green Rx positions when making resistance 
measurements, Make sure the connectors on the 
test leads are not touching, and turn the OHMS 
control until the pointer rests over the last green 
mark (INF) at the right-hand end of the Ohms 
scale, Do not change the setting of the ZERO con- 
trol while making resistance measurements, 


Resistance is measured by connecting the black 
test lead and the red test lead to the two ends 
of the unknown resistance, When using the two 
middle ranges, if the reading on the greenohms 
scale is under 1 or over 100, change the SELEC- 
TOR switch setting, 


A reading of 0 on the Rx1 scale indicates a short 
circuit, or that the circuit is continuous, A read- 
ing of INF (infinity) on the Rx1M scale indicates 
an open circuit, or a resistance so large that it 
cannot easily be measured, 


The figures on the green Ohms scale are multi- 
plied by 1, 100, 10,000 (10 k), or 1,000,000 (1M), 
according to the setting of the SELECTOR switch, 
When this switch is in the Rx100 position, for 
example, a reading of 6 would indicate 600 ohms, 
or a reading of 50 would indicate 5000 ohms, 


The Rx10k position indicates that the meter 
scale should be multiplied by 10,000, The last 
counterclockwise position of the OHMS range 
switch is marked Rx1M, M means megohm, or 
1,000,000 ohms, so the meter reading would be 
multiplied by 1,000,000, 


NOTE: Some ohmmeter battery current is drawn 
whenever the instrument is turned ON and the 
SELECTOR switch is in one of the Rxpositions, 
To save battery life when you are not using the 
ohmmeter, NEVER LEAVE THE SELECTOR 
SWITCH IN THE OHMS POSITION, 


DC Voltage Readings 


To measure DC voltage, turn the Voltmeter ON, 
Use the gray lead with the black probe, and the 
black lead, The switch can be at DC+ or DC-, 
depending on whether a positive or a negative 
voltage is to be applied to the probe tip, This is 
convenient when measuring voltages at several 
points in a circuit, some positive and some 
negative with respect to a common point, The 
common test lead may remain connected to the 
common voltage point, andthe SELECTOR switch 
changed to DC+ or DC- for the appropriate po- 
larity. 


DC voltages are read on the black meter scale 

marked 0-10, The markings on the SELECTOR 

switch refer to the voltage that will give a full- 

scale reading on the black scale when measuring 
C voltage, 


The lowest DC VOLTS switch position is marked 
1, This means that 1 volt applied to the probe 
tip will cause a full-scale deflection of the meter 
pointer, or indicate 10 onthe scale, Toread volt- 
age in the 1 volt range, read the black 0-10 scale 
and move the decimal one place to the left, For 
example, a reading of 2 would indicate .2 volt, 


To read voltage on the 10 volt range, read the 
black 0-10 scale directly, 


For the 100 volt range, readthe black 0-10 scale 
and move the decimal one place tothe right, For 
example, a meter reading of 4 would indicate a 
measurement of 40 volts, 


On the 1000 V range, read the black 0-10 scale 
and move the decimal two placestothe right, For 
example, a meter reading of 3 would indicate 300 
volts, 
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CAUTION: When measuring voltage, always set 
the SELECTOR switch to a range greater than 
the voltage to be measured, if an approximate 
voltage is known, If the voltage is completely 
unknown, set the SELECTOR switch to 1000 
and connect the test leads to the circuit to be 
measured, Then momentarily turn the power on, 
If the meter moves less than 1/10 of full scale, 
switch to the next lower range, The maximum 


- voltage that can be safely measured with your 


Voltmeter is 1000 volts, and this limit must not 
be exceeded, 


RESISTANCE (OHMS) READINGS 


CAUTION: Before attaching the test leads for re- 
sistance measurements, make sure there is no 
power on the circuit and that all large capaci- 
tors have been discharged, 


The SELECTOR switch must be at one of the 
green Rx positions when making resistance 
measurements, Make sure the connectors on the 
test leads are not touching, and turn the OHMS 
control until the pointer rests over the last green 
mark (INF) at the right-hand end of the Ohms 
scale, Do not change the setting of the ZERO con- 
trol while making resistance’ measurements, 


Resistance is measured by connecting the black 
test lead and the red test lead to the two ends 
of the unknown resistance, When using the two 
middle ranges, if the reading on the greenohms 
scale is under 1 or over 100, change the SELEC- 
TOR switch setting, 


A reading of 0 on the Rx1 scale indicates a short 
circuit, or that the circuit is continuous, A read- 
ing of INF (infinity) on the Rx1M scale indicates 
an open circuit, or a resistance so large that it 
cannot easily be measured, 


The figures on the green Ohms scale are multi- 
plied by 1, 100, 10,000 (10 k), or 1,000,000 (1M), 
according to the setting of the SE LEC TOR switch, 
When this switch is in the Rx100 position, for 
example, a reading of 6 would indicate 600 ohms, 
or a reading of 50 would indicate 5000 ohms, 


The Rxi0k position indicates that the meter 
scale should be multiplied by 10,000, The last 
counterclockwise position of the OHMS range 
switch is marked Rx1M, M means megohm, or 
1,000,000 ohms, so the meter reading would be 
multiplied by 1,000,000, 
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NOTE: Some ohmmeter battery current is drawn 
whenever the instrument is turned ON and the 
SELECTOR switch is in one of the Rxpositions, 
To save battery life when you are not using the 
ohmmeter, NEVER LEAVE THE SELECTOR 
SWITCH IN THE OHMS POSITION, 


DC Voltage Readings 


To measure DC voltage, turn the Voltmeter ON, 
Use the gray lead with the black probe, and the 
black lead, The switch can be at DC+ or DC-, 
depending on whether a positive or a negative 
voltage is to be applied to the probe tip, This is 
convenient when measuring voltages at several 
points in a circuit, some positive and some 
negative with respect to a common point, The 
common test lead may remain connected to the 
common voltage point, andthe SELECTOR switch 
changed to DC+ or DC- for the appropriate po- 
larity. 


DC voltages are read on the black meter scale 
marked 0-10, The markings on the SELECTOR 
switch refer to the voltage that will give a full- 
scale reading on the black scale when measuring 
DC voltage, 


The lowest DC VOLTS switch position is marked 
1, This means that 1 volt applied to the probe 
tip will cause a full-scale deflection of the meter 
pointer, or indicate 10 onthe scale, To read volt- 
age in the 1 volt range, read the black 0-10 scale 
and move the decimal one place to the left, For 
example, a reading of 2 would indicate .2 volt, 


To read voltage on the 10 volt range, read the 
black 0-10 scale directly, 


For the 100 volt range, readthe black 0-10 scale 
and move the decimal one placetothe right, For 
example, a meter reading of 4 would indicate a 
measurement of 40 volts, 


On the 1000 V range, read the black 0-10 scale 
and move the decimaltwo places tothe right, For 
example, a meter reading of 3 would indicate 300 
volts, 
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OPERATION 


< 


The power consumption of the Solid-State Volt- 
meter is very low and there is no objection to 
leaving the instrument turned on continuously 
during a series of measurements rather than 
turning it off each time a measurement function 
is completed, However, to prevent drain on the 
ohmmeter battery, do not leave the SELECTOR 
switch set in the OHMS position longer than is 
necessary to make resistance measurements, 


The Voltmeter Use Chart (fold-out from this 
page) has been included to summarize the follow- 
ing instructions on using the Voltmeter, 


NOTE: If you are not thoroughly familiar with 
the measurement of volts and resistance, refer 
to the Applications section on Page 32, for some 
practical ways to use the voltmeter, 


SAFETY PRECAUTIONS 


CAUTION: It is good practice to observe certain 
basic rules of operating procedure anytime volt- 
age measurements are to be made, Always handle 
the test probe by the insulated housing only and do 
not touch the exposed tip portion, 


When high voltage measurements are to be made, 
remove operating power to the unit under test 
before connecting the test leads, If this is not 
possible, be careful to avoid accidental contact 
with nearby objects which could provide a ground 
return path, When working on high voltage cir- 
cuits, play safe, Keep one hand in your pocket to 
minimize accidental shock hazard and be sure to 
stand on a properly insulated floor or floor cov- 
ering, 


TEST LEADS 


The black test lead with the alligator clip is the 
common, or negative, lead, It is usually con- 
nected to the chassis, or lower voltage point, 
when you are measuring DC voltage, When you 
measure AC voltage, or resistance, it canusu- 
ally be connected to either side of the circuit, 


The gray, shielded lead with the black probe is 


used (with the black test lead) to measure DC 
voltages only, Connect this lead to the positive 
(+) or the higher voltage point of the circuit, 


The red test lead with the red probe is used 
(with the black lead) to measure both AC voltage 


and resistance, These leads are connected to the 
two sides of the circuit when measuring AC volt- 
age, To measure resistance, connect the black 
lead to one side andthe red leadto the other side 
of the circuit or device to be measured, 


NOTE: If the resistance of a circuit is being 
measured, and that circuit contains diodes, 
transistors, or electrolytic capacitors, the test 
leads must be connected to the circuit correctly 
(with the test leads correctly polarized) or you 
will not obtain correct readings, For example, 
when there is a diode in the circuit, you may 
obtain two different resistance readings, depend- 
ing on how you connect the test leads, The 
lower reading, which will include the forward 
resistance of the diode, will occur when the 
black test lead is connected near the cathode 
end of the diode, The higher reading, which 
will give the diode's back resistance, will occur 
when the black lead is connected near the anode 
of the diode, 


MAKING MEASUREMENTS 


Figure 5 shows the scales and markings on the 
face of the meter, Before making any voltage or 
resistance measurements with your Voltmeter, 
be sure to turn the POWER switch ONand check 
the zero position of the pointer with the POLAR- 
ITY switch at DC+ and DC-, Turn the ZERO 
control, if necessary, to zero the meter, 


Figure 5 
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CAUTION: When measuring voltage, always set 
the SELECTOR switch to a range greater than 
the voltage to be measured, if an approximate 
voltage is known, If the voltage is completely 
unknown, set the SELECTOR switch to 1000 
and connect the test leads to the circuit to be 
measured, Then momentarily turn the power on, 
If the meter moves less than 1/10 of full scale, 
switch to the next lower range, The maximum 
- voltage that can be safely measured with your 
Voltmeter is 1000 volts, and this limit must not 
be exceeded, 


RESISTANCE (OHMS) READINGS 


CAUTION: Before attaching the test leads for re- 
sistance measurements, make sure there is no 
power on the circuit and that all large capaci- 
tors have been discharged, 


The SELECTOR switch must be at one of the 
green Rx positions when making resistance 
measurements, Make sure the connectors on the 
test leads are not touching, and turn the OHMS 
control until the pointer rests over the last green 
mark (INF) at the right-hand end of the Ohms 
scale, Do not change the setting of the ZERO con- 
trol while making resistance” measurements, 


Resistance is measured by connecting the black 
test lead and the red test lead to the two ends 
of the unknown resistance, When using the two 
middle ranges, if the reading on the greenohms 
scale is under 1 or over 100, change the SELEC- 
TOR switch setting, 


A reading of 0 on the Rx1 scale indicates a short 
circuit, or that the circuit is continuous, A read- 
ing of INF (infinity) on the Rx1M scale indicates 
an open circuit, or a resistance so large that it 
cannot easily be measured, 


The figures on the green Ohms scale are multi- 
plied by 1, 100, 10,000 (10 k), or 1,000,000 (1M), 
according to the setting of the SE LEC TOR switch, 
When this switch is in the Rx100 position, for 
example, a reading of 6 would indicate 600 ohms, 
or a reading of 50 would indicate 5000 ohms, 


The Rx10k position indicates that the meter 
scale should be multiplied by 10,000, The last 
counterclockwise position of the OHMS range 
switch is marked Rx1M, M means megohm, or 
1,000,000 ohms, so the meter reading would be 
multiplied by 1,000,000. 
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NOTE: Some ohmmeter battery current is drawn 
whenever the instrument is turned ON and the 
SELECTOR switch is in one of the Rxpositions, 
To save battery life when you are not using the 
ohmmeter, NEVER LEAVE THE SELECTOR 
SWITCH IN THE OHMS POSITION, 


DC Voltage Readings 


To measure DC voltage, turn the Voltmeter ON, 
Use the gray lead with the black probe, and the 
black lead, The switch can be at DC+ or DC.-, 
depending on whether a positive or a negative 
voltage is to be applied to the probe tip, This is 
convenient when measuring voltages at several 
points in a circuit, some positive and some 
negative with respect to a common point, The 
common test lead may remain connected to the 
common voltage point, andthe SELECTOR switch 
changed to DC+ or DC- for the appropriate po- 
larity. 


DC voltages are read on the black meter scale 

marked 0-10, The markings on the SELECTOR 

switch refer to the voltage that will give a full- 

scale reading on the black scale when measuring 
C voltage, 


The lowest DC VOLTS switch position is marked 
1, This means that 1 volt applied to the probe 
tip will cause a full-scale deflection of the meter 
pointer, or indicate 10on the scale, To read volt- 
age in the 1 volt range, read the black 0-10 scale 
and move the decimal one place to the left, For 
example, a reading of 2 would indicate ,2 volt, 


To read voltage on the 10 volt range, read the 
black 0-10 scale directly, 


For the 100 volt range, read the black 0-10 scale 
and move the decimal one placetothe right, For 
example, a meter reading of 4 would indicate a 
measurement of 40 volts, 


On the 1000 V range, read the black 0-10 scale 
and move the decimaltwo places tothe right, For 
example, a meter reading of 3 would indicate 300 
volts, 
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AC VOLTAGE READINGS 


To measure AC voltage, first make sure the 
power is turned off inthe circuit to be measured, 
Set the SELECTOR switch to one of the AC 
VOLTS ranges and turn the Voltmeter to ON, Con- 
nect the red test leadtoone side of the circuit to 
be measured, and the black test leadtothe other 
side, Then apply power to the circuit, 


NOTE: If itis known which wire is the neutral, or 
common, side of the circuit, the black lead is 
customarily attached to this point, 


The lowest AC VOLTS switch position is marked 
1,2 inred, Voltages in this range are read direct- 
ly on the red 1,2 scale, 


When the SELECTOR switch is onthe red 10 volt 
range, read the 0-10 red scale directly. 


Use the black 0-10 scale when the SELECTOR 
switch is on the 100 and the 1000 ranges, To 
read voltage on the 100 range, read the black 
scale and move the decimal one place to the 
right, For example, a reading of 6 would indicate 
60 volts, 


On the 1000 volt range, read the black scale and 
move the decimal two places to the right, For 
example, a reading of 5 would indicate 500 volts, 


VOLTMETER CHARACTERISTICS 
DC Voltage Measurements 


The Solid-State Voltmeter has many advantages 
over the nonelectronic voltmeter, The greatest 
advantage is its ability to measure voltages with- 
out significantly loading the circuit being tested, 
This characteristic enables the voltage to be 
measured more accurately, This is especially 
desirable in such high impedance circuits as 
resistance coupled amplifiers and AVC (automa- 
tic volume control) networks, and on oscillator 
grids, 


To illustrate this advantage of the Solid-State 
Voltmeter, assume that a resistance-coupled 
audio amplifier with a 500 k ohm plate load re- 
sistor is operating from a 100 volt plate source, 
See Figure 6, 


HEATHEIT’ 
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Assuming that the actual plate voltage in this 
case is 50 volts, the tube therefore acts asa 
500 k ohm resistor, When measuring the plate 
voltage with a conventional 1000 ohms-per-volt 
meter on the 100 volt scale, the meter repre- 
sents a 100 k ohm resistor placed in parallel 
with the tube, See Figure .7, The voltage on the 
plate, as shown on the meter, wouldthen be 14,3 
volts, This large amount of error is caused by 
the-shunt resistance of the meter, 
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Figure 7 


When the Solid-State Voltmeter is used on any 
scale, the full 11 megohms input resistance is 
placed in parallel with the tube, See Figure 8, A 
plate voltage of about 49 volts is then shown on 
the meter; only 2% lower than the normal operat- 
ing voltage, Thus more accurate readings in this 
instanee can be obtained only with a high resist- 
ance instrument such as the Solid-State Volt- 
meter, 


HEATHEIT® 


CIRCUIT UNDER 
TEST 


500K 500 K 


VOLTMETER 


500K 11 MEG 480K 49V 


Figure 8 


The one volt DC range is very useful when 

working with fractional voltages in solid state 

circuits, In this range, scale markings are pro- 

vided every .02 volt, and you can, in addition, 
interpolate between marks, 


AC Voltage Measurements 


The Heathkit Solid-State Voltmeter is a very 
sensitive electronic AC voltmeter and, since the 
human body picks up AC when near any AC wires, 
the meter will indicate this pickup, Never touch 
the tip of the probe when the SELECTOR switch 
is set tothe lower voltage ranges, Zero should be 
set with the probe shorted to the common clip, 
using the DC+ and DC- positions of the POLAR- 
ITY switch, 


The AC meter scales on the Solid-State Volt- 
meter are calibrated to read the rms (root- 
mean-square) value of a pure sine wave, The 
rms value for a sine wave voltage is ,.707 times 
the peak voltage, For complex waveforms, such 
as Square waves, sawtooth waves or pulses, this 
ratio does not necessarily hold true, The com- 
plex waveform in Figure 9, for example, shows a 
spike that may be several times as large (peak 
value) as the rms value, 


Since the spike is of short duration, the rms 
value of the overall waveform is barely affected, 
On the other hand, the square wave would pre- 
sent an rms value equal to the peak value, This 
voltmeter responds only to the positive peaks of 
AC voltages, Therefore, when measuring non- 
symmetrical waveforms, a reversal of the test 
leads may give a different reading, 
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When connecting the Voltmeter to the circuit 
under test, the Voltmeter input resistance and in- 
put capacitance are effectively placed in parallel 
with the voltage source, In some cases, this can 
load the circuit and change the actual voltage to 
be measured, At low frequencies of 50 or 60 Hz, 
the effects of capacitive loading may usually be 
disregarded, Thus, the load the Voltmeter pre- 
sents to the circuit being measured is about the 
same as a 1 megohm resistor, At higher fre- 
quencies, the capacitive reactance decreases, 


The amount of loading presented by the input 
capacitance and resistance of the Voltmeter is 
determined by the impedance of the circuit being 
tested, In low impedance circuits, such as 50 to 
600 ohm, no noticeable error is introduced in the 
voltage reading through circuit loading, These 
circuits will only begin to be loaded at frequen- 
cies that approach the upper limit of the Solid- 
State Voltmeter's frequency response, 


Remember, as a general rule, that frequency 
response and loading may affect the accuracy of 
your voltage readings, There will be aresistive 
loading of 1 megohm regardless of frequency, 
The amount of capacitive loading will dependon 
the frequency involved, The actual capacitance 
of the instrument and the leads may also affect 
the tuning of low capacitance resonant circuits, 


You should know the values in the circuit under 
test and the values of the input resistance and 
capacitance of the Voltmeter, This will permit 
you to make valid readings over a wide range 
of impedances within the fullfrequency response 
of the instrument, 
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ACCURACY _ 


The accuracy of measurements made with this 
Voltmeter depends on the accuracy of its cal- 
ibration and the tolerance of the components used 
in its circuits, If the Voltmeter is carefully cal- 
ibrated with precision standards, then the worst 
case of error would be the sum of component 
tolerances, 


The meter movement is accurate to within +2 
percent of full scale, On DC, the +1 percent 
accuracy of the divider resistors must be con- 
sidered, resulting in an accuracy within +3 per- 
cent of full scale, On AC, the rectifier circuit 
contributes variations which could result in a 
maximum error of +5 percent of full scale, 


The accuracy on the OHMS ranges depends pri- 
marily on the multipliers, which are 1%, andthe 
meter movement accuracy of 2%, Because of the 
nonlinear OHMS scale, the resulting accuracyis 
not readily expressed in a percentage figure, 


NOTE: When comparing this instrument with an- 
other voltmeter, consider that the error of the 
other instrument may be in the opposite direc- 
tion, Therefore, when comparing two instru- 
ments of +5% accuracy, the total difference may 
be +10%, Critical comparisons should only be 
made against certified laboratory standards, 


TRANSPORTING THE METER 


Be sure to place the POWER switch in the OFF 
position when the meter is being carried or 
transported, This not only avoids battery drain, 
but shorts the meter terminals together, which 
has a ''damping" effect and protects the meter 
movement from damage which might be caused by 
sudden shocks (such as dropping). 


NOTE: An Applications section is included in this 
Manual to provide those who do not have an 
electronic background with a few basic appli- 
cations, 


MAINTENANCE 


METER 


Because of the delicate nature of the meter 
movement, no attempt should be made to repair 
the meter, Such attempts would automatically 
void the standard warranty coverage of the 
meter itself, 


BATTERY REPLACEMENT 


NOTE: Before you decide that batteries should be 
replaced, refer tothe Final Bias Adjustment pro- 
cedure on Page 17, 


Replace battery E1 (1.5V) whenever you cannot 
adjust the meter needle to the INF mark on the 
green scale in any range of RESISTANCE by 
use of the OHMS control. 


Replace battery E2 (8.4V) whenever you cannot 
adjust the meter needle to 0 on anyscale by use 
of the ZERO control, 


ELECTROSTATIC CHARGE 


The clear plastic meter cover has been treated 
to resist an accumulation of static electricity, 
However, should a static charge accumulate 
through repeated polishing or cleaning of the 
meter cover, the pointer will deflect in an er- 
ratic manner, regardless of whether the instru- 
ment is turned off or on, This condition can be 
corrected quickly, Apply a small quantity of 
liquid dishwashing detergent to a clean, soft 
cloth and wipe the surface of the meter cover, 
The accumulated electrostatic charge will im- 
mediately disappear, It is not necessary to re- 
move the cover for this correction, 


CHECKING METER COIL CONTINUITY 


If you suspect the meter coil has failed, you can 
check the continuity of the coil with another ohm- 
meter as follows, (NOTE: Never check the con- 
tinuity of the meter coil directly with another 
ohmmeter, The amount of current that would be 
drawn could seriously overload and probably ruin 
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the meter coil.) Always use a limiting resistor 
with a value of at least 10,000 2 in series with 
the other ohmmeter test leads, The value of the 
resistor will depend upon the ohmmeter battery 
voltage and the range on which the ohmmeter is 
being used, NOTE: If a Heath Model IM-25 Solid- 
State Voltmeter is available, it can be used to 
check the meter coil directly because of the low 
voltage and current used, 


TEST LEADS 


Because of their constant flexing during use, the 
test leads are not above suspicion, especially 
after the Voltmeter has been in use for several 
years, Erratic or improper DC voltage measure- 
ments can sometimes be caused by a fault in 
the shielded test lead or phone plug or in the 
connections in the test probe, 


ACCESSORY PROBES 


NOTE: The accessory probes are connected to the Voltmeter 
through the insulated phone jack on the face of the panel 
near the test leads. 


HIGH VOLTAGE TEST PROBE 


A high voltage test probe is available from the 
Heath Company, This probe will permit the Volt- 
meter to measure DC up to 30,000 volts, which 
covers the range of flyback power supply voltages 
commonly encountered in TV receivers, This 
probe consists of a red molded housing with a 
black molded handle, It contains a 2% pre- 
cision 1090 megohm resistor and provides a DC 
range multiplication factor of 100for 11 megohm 
input voltmeters, 


WARNING: When the high voltage test probe is used, the 
exposed tip of the black test probe must be covered 
(isolated). One hundreth of the high voltage being tested will 
be present in the tip of the black probe, making severe shock 
possible. 


RF TEST PROBE 


An RF test probe is available from the Heath Company. This 
probe will permit the voltmeter to be used for RF 
measurements up to 90 volts rms (root mean square) as well 
as RF voltages superimposed on DC potentials up to 1000 
volts. The probe response is flat and linear from 1000 Hz to 
over 100 MHz. 


IN CASE OF DIFFICULTY 


NOTE: In an extreme case where you are unable to resolve a 
difficulty, refer to the Service and Warranty section of the 
“Kit Builders Guide’, and to the “Factory Repair Service” 
information on page 24 of this Manual. 


This section of the Manual is divided into three 
parts: Visual Test, Precautions for Trouble- 
shooting, and the Troubleshooting Chart, Begin 
your search for any troubles that occur after 
assembly by carefully following the checks listed 
in the Visual Tests section, After Visual Tests 
are completed, refer to the Troubleshooting 
Chart, Refer to the Service and Warranty 
sections of the Kit Builders Guide in cases when 
you are unable to resolve the difficulty, If the 
Voltmeter is returned to the Heath Company, 
be sure all parts are included, 


NOTE: Refer to the Circuit Board X-Ray View 
and Panel Photograph (on Pages 29 and 30) for 
the locations of parts on the circuit board and 
panel, 


VISUAL TESTS 


1, Recheck the wiring, Check for pinched wires, 
Trace each lead in colored pencil on the Pic- 
torial as it is checked, It is frequently help- 
ful to have a friend check your work, Some- 
one who is not familiar with the unit may 
notice something consistently overlooked by 
the kit builder, 


2. About 90% of the kits that are returned to 
the Heath Company for repair do not function 
properly due to poor connections and solder- 
ing and to solder "bridges" between foils, 
Therefore, many troubles can be eliminated 
by reheating all connections to make sure 
they are soldered as described in the Solder- 
ing section of the Kit Builders Guide, 


3, C€heck to be sure that all transistors are in 
their proper locations, Make sure each tran- 
sistor lead is connected to the proper point, 
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4, Check the values of the parts, Be sure in 
each step that the proper part has been wired 
into the circuit, as shown in the Pictorial 
diagrams, It would be easy for example, to 
install a 33 kQ (orange-orange-orange) 
resistor where a 3,3 megohm (orange- 
orange-green) resistor should have been in- 
stalled, or a 900 kQ precision resistor in- 
stead of a 90 kQ, 


5. Check for bits of solder, wire ends, or other 
foreign matter which may be lodged in the 
wiring. 

If the trouble is still not located after the visual 

tests are completed, and another voltmeter is 

available, check the voltage readings against 
those shown on the Schematic Diagram, NOTE: 

All voltage readings were taken with an11 meg- 

ohm input electronic voltmeter, Voltages may 

vary as much as +20%, 


NOTE: A review of the Circuit Description may 
help you determine where the trouble is, 


PRECAUTIONS FOR TROUBLESHOOTING 


1, Be cautious when testing transistor circuits 
that you do not operate the transistors be- 


yond their limits, Although the transistors 
have almost unlimited life when used 
properly, they are much more vulnerable to 
damage from excessive voltage or current 
than tubes, A vacuum tube, for instance, 
can often be operated under shorted, zero- 
bias, excessive-voltage, or high-current 
conditions for short periods of time without 
materially damaging the tube, but any one 
of these same conditions can completely 
destroy a transistor instantly, 


Be sure you do not cause any short circuits 
when making voltage measurements, This 
would almost certainly cause damage to one 
or more transistors or diodes, 


Transistors should be inserted or removed 
only while the Voltmeter is turned off, If 
this rule is not followed, transistors may be 
damaged, 


Do not operate the instrument with any of 
the transistors removed, as the resulting 
“imbalance could damage the remaining tran- 
sistors or the meter, 
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Troubleshooting Chart 


SYMPTOM POSSIBLE CAUSE 


Completely inoperative, 


Zero control has no effect. 


Inaccurate DC readings, 


AC (only) Inoperative, 


AC Inoperative, 
(1000 volt range only). 


Inaccurate AC reading, 


Ohmmeter inoperative or in- 
accurate readings, 


Zero shift with leads shorted 
when turning Function switch 
through ohmmeter ranges, 


Unable to reach 0 meter 
reading on any scale, 


Unable to reach INF on 
any resistance range, 


Dead battery or poor battery contacts, 
Transistors Q1, Q2, or Q3 defective, 
Meter coil open, 


Bias control R15 and R16 misadjusted, 
Transistor Q1 defective. 

Resistor on voltage divider string R5 
through R9 and R11 open, 

Zero control R14 open or shorted, 


DC Calibration control R18 misadjusted, 
Wrong value or defective resistor in voltage 
divider string R5 through R9 and R11, 


Diode D1 defective, 
Capacitors C1 (open) or C2 (shorted), 
Resistor R4 open, 


Resistor R2 open or resistor R3 shorted, 


AC Calibration control R19 misadjusted, 


Battery E1 low voltage, 

Transistor Q1 defective, 

Resistors in voltage divider string R4 
through R9 or R12 open or shorted, 


Transistor Qi defective (needle may move 
slightly on Rx1, caused by lead resistance). 


Readjust bias, 
Replace battery E2 (8.4 V). 


Readjust bias, 
Replace battery E1 (1.5 V). 
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DC VOLTMETER 
EET: aS ne: Sree aS i MY OIE ete, Ry 8 0-1, 0-10, 0-100, 0-1000 volts full scale, 
EIDUL NESIStANCE as 6 %s co a. 6 iaanu. aimaciamaaeeeee 11 megohms on all ranges, 


Accuracy, e e e e eee eeeeeneeeeseeeee @ +3% of full scale, 


AC VOLTMETER 

Ranges, so soo. 0 EBNGTS cc ~ cies Sie orguaeetee 0-1,2, 0-10, 0-100, 0-1000 volts full scale, 
UC: Resistance, ,-.. oe s- 6 ee aes 6 arate ets 1 megohm on all ranges, 

Input Capacitance, ...sccececeeevececececesee Approximately 100 pF (38 pF on 1000 V range), 
BCCULACV eb one ek aifthislisee slike sasemdee siakiieeets? EO eels 


STOQuEenC Ve MeESVOUSCe= 5, sis ss unsces eb ote ate. rls +1 dB 10 Hz to 1 MHz (from low source impe- 
dance), 


GENERAL * 
Ghnimeter tRanges., 79S 2.7) dee) eteke clatbieie ete ee Rx1, Rx100, Rx10k, Rx1M, 
Ghms. Circuit Power Supply. ..<«sevces 1,5 volts (C-Cell, NEDA #14), 
Amplifier Circuit Power Supply. .... eee. 8,4 volt Mercury Cell (NEDA #1611), 
NIGUCLs ‘ete 6 1 eb ere ies o-chahe eietatec anes svereneus 4-1/2", 200 wA, 100 degree movement, 
Transistor-Diode Complement, . ....e.cece-e 1 - FET (field effect transistor). 
4 - silicon transistors (2N3393 or equivalent), 
1 - silicon diode, 


[imensions (overall) nos ss oe.) vie eres otetecoretenere 9-3/8” wide x 5-3/8” high x 9” deep. 


Net Weight: «5-00: 6 0) oluse.s 0.0.6 mie a.almopnalaiete 2-1/2 lbs. 


tj 


The Heath Company reserves the right to discon- 
tinue instruments and tochange specifications at 
any time without incurring any obligation to in- 
corporate new features in instruments previous- 
ly sold, 
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CIRCUIT DESCRIPTION 


The Selector switch of the Voltmeter is used to 
select the correct circuit and desired range for 
each type of measurement, The AC-ohms test 
lead and the DC test probe are both connected to 
the switch, andthe common test leadis connected 
to the circuit ground, This ground includes the 
ground foil of the circuit board, which is con- 
nected through the wiring to the panel, 


DC 


Isolation resistor Rl is in the DC Volts circuit 
for all DC Volts measurements, The DC Volts 
circuit includes a series of precision resistors 
(R5-R1i1) arranged as a voltage divider, The 
Selector switch connects the amount of resist- 
ance required for a specific range, The selected 
portion of the voltage is applied to the gate (G) 
of FET (field effect transistor) Q1, the DC input 
‘source follower, The FET provides isolation 
between the input voltage divider andthe balanced 
bridge circuit, Because of the FET's high input 
impedance and low output impedance, it couples 
the DC input to the balanced bridge circuit 
without loading the voltage divider, The output 
of the FET is applied to the base of Q2, which 
is part of a balanced, emitter follower, current 
amplifier (Q2 and Q3). 


The insulated phone jack on the face of the panel bypasses 
R1 and connects the accessory probe input directly to the 
DC-volts circuit. 


AC 


With the Selector switch in one of the AC Volts 
ranges, the test voltage is appliedacross voltage 
divider R2 and R3 to insure that on higher AC 
voltage ranges, no more than 100 volts appears 
at the anode of AC rectifier D1, Atthe AC recti- 
fier, the test voltage is changed to a DC voltage 
which is proportional to the applied AC test 
voltage, Capacitor C2 is used atthe output of the 
AC rectifier to hold the applied pulsating DC 
voltage at its peak value, so that the Voltmeter 
responds to the positive peak voltage regardless 
of the test voltage waveform, 


The rectified AC test voltage is applied through 
AC isolation resistor R4 to a voltage divider, 
consisting of R5, R6, R7, R8, R9, andR11, where 
a portion of the rectified AC test voltage is 
selected and applied to the output circuits as 
previously described for the DC voltage meas- 
urement, 


OHMS 


The ohmmeter section of the Voltmeter uses 1,5 
volt battery E1 connected in series with the volt- 
age divider network (R5, R6, R7, R8, R9, and R12) 
and the resistance to be measured, The ratio be- 
tween the ohmmeter voltage divider network re- 
sistors andthe resistance being measured deter- 
mines the portion of the ohmmeter battery volt- 
age that is applied to the output circuits as pre- 
viously described for the DC voltage measure- 
ment, 


METER 


For all measurement functions, a voltage is 
applied to the gate of the FET and its balanced 
bridge circuit, In each instance, this voltage is 
dependent upon the voltage or resistance being 
measured, When there is zero voltage at the 
input of the balanced bridge circuit, transistors 
Q2 and Q3 draw the same amount of emitter cur- 
rent; therefore, each emitter is at the same po- 
tential and the meter connected between them 
will not deflect, 


When a positive voltage is applied to Q2, it draws 
more current than Q3, causing a difference in 
emitter potential between these twotransistors, 
Since the meter is connected between the two 
emitters, a current then flows through the meter 
movement, The meter pointer responds pro- 
portionally to this current, indicating the value 
of the voltage or resistance being measured, 
The DC+ and DC- switch positions are used to 
reverse the meter connections between the 
emitters so that both positive and negative DC 
voltages can be measured without reversing the 
test leads, 


The meter terminals are shorted together by the 
Power switch in its OFF position, This protects 
the meter movement from damage due to sudden 
shocks, 


BATTERIES 


The 8,4 volt battery supplies the operating volt- 
age to Qi, Q2, and Q3, Anychange in the battery 
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potential will affect the conduction of Q@2 and Q3 
equally and therefore will not affect the differ- 
ence in emitter potential, The maximum conduc- 
tion characteristics of Q2 and Q3, as used in this 
Voltmeter circuit, is such that the voltage applied 
to the meter terminals will not be large enough to 
damage the meter movement, This is one of the 
primary advantages of this type of circuit, The 
meter movement cannot be burned out by inad- 
vertently measuring a voltage thatis higher than 
the Selector switch setting, However, if exces- 


sive voltage is applied, the pointer may be bent’ 


as it hits against the stop, Caution must also be 
exercised to avoid applying any test voltage to the 
test probe when the Selector switch is setin the 
Ohms position, 


Battery E1 is connected into the circuit when the 
Selector switch is in any of the Rx positions, It 
provides enough current for a full-scale meter 
indication, Avoid needless battery drain by 
placing the switch in one of the volts positions 
when resistance measurements are not being 
made, 


FUNCTIONAL PARTS LIST 


R1.- Isolation resistor in DC probe, 


R2, R3 - Input voltage divider for AC, Divides 
the input voltage of the highest AC range so that 
no more than 100 volts appears at the anode of 
Di, 


R4 - Isolation resistor for AC, Voltage drop- 
ping resistor, 


R5 - R12 - DC voltage dividers: R5-R9 and 
R11, AC voltage dividers: R5-R9 andR11, Ohms 
voltage dividers: R5-R9 and R12, 


R13 - Current limiter for the protection of Q1 
(and Q4, Q5). Acts with C3 as a low pass filter 
to prevent AC from reaching the gate of Ql, 


R14, R15, R16 - Voltage divider across the pow- 
er supply, Determines the bias to the gate of 
Q1 (the meter needle is adjustedto0 by R14, the 
panel Zero control), 


R17 - Source resistor for Q1, 


R18 - Variable resistance in series with the 
meter for DC calibration, Mounted on the circuit 
board, 


R19 - Variable resistance in series with the 
meter for AC calibration, Mounted onthe circuit 
board, 


R21 - Variable resistance in series with the 
meter for Ohms full-scale calibration, Mounted 
on the panel, 


R22, R23 - Emitter (load) resistors for Q2 and 
Q3. - 


R24, R25 - Voltage divider across the power 
supply to provide proper bias voltage to the 
base of Q3, 


C1 - Input coupling capacitor, Blocks DC while 
passing AC to the input AC divider (R2 and R3), 


C2 - Charges with the rectified AC from D1, 


C3 - Acts with R13 as a low-pass filter topre- 
vent AC from reaching the gate of Q1, 


Di - Diode rectifier to convert AC input volt- 
ages to DC, 


Qi - FET DC input source follower, Provides 
isolation between the input dividers (R5-R11) and 
the output circuit, Provides high input impedance 
and low output impedance, Couples the input to 
the amplifier circuit without loading the voltage 
dividers, 


Q2, Q3 - Balanced emitter follower-power am- 
plifier. Provides sufficient power gain to operate 
the 200 wA meter, 


Q4, Q5 - Connected back-to-back as 9 volt 
zener protection diodes, When the voltage atthe 
gate of Ql exceeds 9 volts (either polarity) con- 
duction occurs through the appropriate diode, 
causing a voltage drop across R13, Current 
limiting action of R13 provides some degree of 
protection to Q4 and Q5, 
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Turn the toaster's power switch on, This is 
done by pressing down on the lever until it 
latches, 


Set the Voltmeter POWER switch at ONand 
the SELECTOR switch at Rxl, 


Clip the black lead to one prong of the line 
cord plug (make sure the clip touches only 
one prong), and touch the red probe to the 
other prong of the line cord plug, 


If the meter needle remains at INF, there 
is an open circuit somewhere in the toaster, 


Remove the housing from the toaster and 
check the continuity of each line cord wire 
from the plug to where the wire connects 
inside the toaster, If there are no breaks, 
the meter needle will move to zero, 


Check the continuity of the heating element 
by touching the black lead to one of its termi- 
nals and the red probe tothe other terminal, 
If the element is good, you will get a meter 
reading between 10 and 20 whichindicatesa 
resistance between 10 and 20 ohms, 


If the heating element checks good, the 
toaster's power switch is probably faulty, 
Connect the Voltmeter leads across the 
switch and turn the toaster on and off several 
times by pressing and releasing the switch 
several times, If the meter needle stays at 
INF, the switch is faulty, 


Repair or replace the faulty part, 


APPLICATIONS 


AUTOMOBILE TESTS 


Automobile electrical circuits may be checked 
for both voltage and circuit continuity, Usually 
most of the metal parts of the automobile are 
connected together and serve as one Side of the 
circuit for both the DC and the resistance tests, 
Because many automobile wires run in wiring 
harnesses and the wire ends may be a long dis- 
tance apart, it is usually more convenient to 
make voltage tests than continuity tests, 


For example, if the replacement of a lamp bulb 
does not restore a lighting circuit to operation: 


( ) Set the Voltmeter Power switch ON, andthe 
Selector switch to DC 100 (for a 12 volt 
system) or DC 10 (for a 6 volt system), 


(_ ) Turn the automobile light switch on, 
( ) Connect the alligator clip on the black 


meter lead to a convenient metal part of 
the automobile body, 


a, 
— 


Touch the tip of the black probe to the 
insulated center terminal of the lamp socket, 
If the meter does not indicate the proper 
voltage, additional voltage or continuity 
tests will indicate whether the socket, wir- 
ing, or Switch is faulty, 


VOLTAGE TESTING 


CAUTION: Always be very careful when checking 
electrical circuits with power applied to them, 
Severe electrical shock or damage to the Volt- 
meter can easily result from a moments care- 
lessness, When you have a test probe in one 
hand, keep the other hand in your pocket, 
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NOTES 


ROTARY SWITCH IS SHOWN IN 1 VOLT DC POSITION. 

F = FRONT, R = REAR. 

ARROWS INDICATE CLOCKWISE ROTATION. 

DC SWITCH SHOWN IN “DC+” POSITION. 

ON-OFF SWITCH SHOWN IN “OFF” POSITION. 

ALL CAPACITOR VALUES IN uF. 

ALL RESISTORS ARE 1/2 WATT UNLESS MARKED OTHERWISE. 

RESISTOR VALUES ARE IN OHMS (K = 1000, M = 1 000,000). 

4 ») THIS SYMBOL INDICATES DC VOLTS TO NEGATIVE SIDE OF 
E2 MEASURED WITH AN 11 MEGOHM INPUT IMPEDANCE 
ELECTRONIC VOLTMETER. READINGS MAY VARY BY 10%. 


Peronewna 


Rx 100 Rx 10k 


10. RESISTORS NOT NUMBERED CONSECUTIVELY. 
11, 4% DEPENDS ON SETTING OF BIAS ADJ AND ZERO CONTROLS. 


The purpose of this section is to provide those 
who do not have an electronic background with 
a few basic applications, These applications will 
include examples of how this Voltmeter could be 
used to troubleshoot some items commonly found 
around your home, 


Two types of testing will be discussed: con- 
tinuity testing, which is performed with the power 
turned off in the unit being tested; and voltage 
testing, which is performed with the power turned 
on, 


CONTINUITY TESTING 


Continuity testing is a type of circuit checking 
that uses the resistance ranges of your Voltmeter 
to tell you whether there is a complete path in 
a circuit through which an electric current can 
flow, If there is not a complete path, these tests 
will help you find the place where the path is 
broken (usually a faulty part or broken connec- 
tion). 


Continuity tests may be applied to many house- 
hold electrical devices such as electric irons, 
heating pads, waffle irons, lamps, extension 
cords, etc, The following steps use a toaster 
as an example, but the same principles, and 
most of the same steps, would also apply to 
other devices, 


CAUTION: Never use the resistance ranges of 
your voltmeter to test any device while it has 
power applied to it; this would seriously damage 
the Voltmeter, 


1, CAUTION: Unplug the toaster from the 120 
VAC outlet, 


Turn the toaster's power switch on, Thisis 
done by pressing down on the lever until it 
latches, 


Set the Voltmeter POWER switch at ONand 
the SELECTOR switch at Rx1, 


Clip the black lead to one prong of the line 
cord plug (make sure the clip touches only 
one prong), and touch the red probe to the 
other prong of the line cord plug, 


If the meter needle remains at INF, there 
is an open circuit somewhere inthe toaster, 


Remove the housing from the toaster and 
check the continuity of each line cord wire 
from the plug to where the wire connects 
inside the toaster, If there are no breaks, 
the meter needle will move to zero, 


Check the continuity of the heating element 
by touching the black lead to one of its termi- 
nals and the red probe to the other terminal, 
If the element is good, you will get a meter 
reading between 10 and 20 which indicatesa 
resistance between 10 and 20 ohms, 


If the heating element checks good, the 
toaster's power switch is probably faulty, 
Connect the Voltmeter leads across the 
switch and turn the toaster on andoff several 
times by pressing and releasing the switch 
several times, If the meter needle stays at 
INF, the switch is faulty, 


Repair or replace the faulty part. 


APPLICATIONS 


AUTOMOBILE TESTS 


Automobile electrical circuits may be checked 
for both voltage and circuit continuity, Usually 
most of the metal parts of the automobile are 
connected together and serve as one side of the 
circuit for both the DC and the resistance tests, 
Because many automobile wires run in wiring 
harnesses and the wire ends may be a long dis- 
tance apart, it is usually more convenient to 
make voltage tests than continuity tests, 


For example, if the replacement of a lamp bulb 
does not restore a lighting circuit to operation: 


( ) Set the Voltmeter Power switch ON, and the 
Selector switch to DC 100 (for a 12 volt 
system) or DC 10 (for a 6 volt system), 

(_ ) Turn the automobile light switch on, 

( ) Connect the alligator clip on the black 


meter lead to a convenient metal part of 
the automobile body, 


( 
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Touch the tip of the black probe to the 
insulated center terminal of the lamp socket, 
If the meter does not indicate the proper 
voltage, additional voltage or continuity 
tests will indicate whether the socket, wir- 
ing, or switch is faulty, 


VOLTAGE TESTING 


CAUTION: Always be very careful when checking 
electrical circuits with power applied to them, 
Severe electrical shock or damage to the Volt- 
meter can easily result from a moments care- 
lessness, When you have a test probe in one 
hand, keep the other hand in your pocket, 


Voltage tests tell you whether the proper amount 
of voltage is reaching the circuit or device being 
tested, If the proper voltage isnotpresent, most 
electrical devices will not operate properly. 


Voltage tests can be used, for example, to check 
the batteries of a portable radio or other bat- 
tery operated device, Note though, that the de- 
vice must be turned on and drawing current from 
the batteries to make this test valid, 


To test the voltage of a battery, turn the device 
on, turn on the POWER switch of the Voltmeter, 
and set the SELECTOR switch to an appropriate 
DC range, Connect the black test lead to the neg- 
ative battery terminal and the DC test leadto the 
positive terminal, If the voltage measures 20% 
or more less than the nominal voltage printed on 
the battery, the battery should be replaced, 


For another example, voltage tests could be used 
to find the trouble with a faulty doorbell in the 
following manner: 


1, Turn the Voltmeter on and set the SELEC- 
TOR switch to the 100 volt AC range, 


2. Touch the black test lead to one terminal and 
the red test probe to the other terminal of 
the doorbell buzzer or chimes unit, When 
the doorbell is pressed a voltage between 
6 and 24 volts should appear at these termi- 
nals, If this voltage does appear and the 
doorbell does not work, this mechanism is 
faulty and must be replaced, 


3. If no voltage was present in the previous 
test, locate the bell transformer, This 
transformer, which can usually be found 
mounted to a ceiling rafter inthe basement, 
steps the 120 volt AC line voltage down to 
the lower voltage that operates the bell, 
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4, Study the wires that connect to this trans- 
former, One set of wires will lead to the 
doorbell and buzzer or chimes unit; the 
other set will lead to a source of 120 volts 
AC at the fuse box, 


5. Check the AC voltage at the output termi- 
nals (where the wires leading to the door- 
bell are connected) of this transformer just 
as you did in step two above, If you have the 
proper voltage at this point, the push button, 
wiring, or bell is faulty, 


6. If no voltage is found in the preceding step, 
check for line voltage (turn the SELECTOR 
switch to AC/1000 volts) at the two wires 
going to the fuse box, If proper line voltage 
is found, the connections are poor or the 
transformer should be replaced, 


7. If no voltage is found in the preceding 
step, the fuse is blown or there is a 
fault in the circuit wiring. 


TESTING NOTES 


1, Before you test a household appliance or 
other AC-operated device, be sure the AC 
outlet that it is plugged into is operating, 
The quickest way to do this is to plug into 
the outlet a lamp that you know has a good 
bulb in it, If the lamp lights, the outlet is 
O.K, 


2. By removing the fuse for the circuit from 
the house fuse box, you can completely turn 
off a house circuit, This would enable you 
to make continuity tests on devices thatare 
directly wired to the fuse box, suchas elec- 
tric motors, bell transformers, etc, Keep 
the removed fuse in your pocket so no one 
can replace it while you are working on the 
circuit, 
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TECHNICAL CONSULTATION 


peer ; help 


with your kit?.... Self-Service?.... 
Operation?.... Call or write for 
es, istance. You'll find our Technical Consultants eager to 
he Ip - with just about any technical problem except 
“customizing” for unique applications. 


Tt e effectiveness of our consultation service depends on the 
information you furnish. Be sure to tell us: 

Ny 
@ The Model number and Series number from the blue 
and white label. 
@ The date of purchase. 
-@ An exact description of the difficulty. 

@ Everything you have done in attempting to correct the 

problem. 


Also include switch positions, connections to other units, 
Operating procedures, voltage readings, and any other 
information you think might be helpful. 


sz Please do not send parts for testing, unless this is specifically 
requested by our Consultants. 
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‘Hints: Telephone traffic is lightest at midweek. . .please be 
sure your Manual and notes are on hand when you call. 


Heathkit Electronic Center facilities are also available for 
telephone or “walk-in” personal assistance. 


REPAIR SERVICE 


Service facilities are available, if they are needed, to repair — 
your completed kit. (Kits that have been modified, soldered 
with paste flux or acid core solder, cannot be accepted for 
repair.) 


If it is convenient, personally deliver your kit to a Heathkit 
Electronic Center. For warranty parts replacement, supply a 
copy of the invoice or sales slip. 


If you prefer to ship your kit to the factory, attach a letter 
containing the following information directly to the unit: 


@ Your name and address. 

@ Date of purchase. 

® Copies of all correspondence relevant to the service of 
the kit. 

@ A brief description of the difficulty. 

@ Authorization to return your kit C.O.D. for the service 
and shipping charges. (This will reduce the possibility 
of delay.) 


Check the equipment to see that all screws and parts are 
secured. (Do not include any wooden cabinets or color 
television picture tubes, as these are easily damaged in 
shipment.) Place the equipment in a strong carton with at 
least THREE INCHES of resilient packing material 
(shredded paper, excelsior, etc.) on all sides. Use additional 
packing material where there are protrusions (control sticks, 
large knobs, etc.). If the unit weighs over 15 Ibs., place this 
carton in another one with 3/4” of packing material 
between the two. 


Seal the carton with reinforced gummed tape, tie it with a 
strong cord, and mark it ‘‘Fragile’’ on at least two sides. 
Remember, the carrier will not accept liability for shipping 
damage if the unit is insufficiently packed. Ship by prepaid 
express, United Parcel Service, or insured Parcel Post to: 


Heath Company 
Service Department 
Benton Harbor, Michigan 49022 


Voltage tests tell you whether the proper amount 
of voltage is reaching the circuit or device being 
tested, If the proper voltage isnot present, most 
electrical devices will not operate properly. 


Voltage tests can be used, for example, to check 
the batteries of a portable radio or other bat- 
tery operated device, Note though, that the de- 
vice must be turned on and drawing current from 
the batteries to make this test valid, 


To test the voltage of a battery, turn the device 
on, turn on the POWER switch of the Voltmeter, 
and set the SELECTOR switch to an appropriate 
DC range, Connect the black test leadto the neg- 
ative battery terminal and the DC test leadto the 
positive terminal, If the voltage measures 20% 
or more less than the nominal voltage printed on 
the battery, the battery should be replaced, 


For another example, voltage tests could be used 
to find the trouble with a faulty doorbell in the 
following manner: 


1. Turn the Voltmeter on and set the SELEC- 
TOR switch to the 100 volt AC range, 


2. Touch the black test leadto one terminal and 
the red test probe to the other terminal of 
the doorbell buzzer or chimes unit, When 
the doorbell is pressed a voltage between 
6 and 24 volts should appear at these termi- 
nals, If this voltage does appear and the 
doorbell does not work, this mechanism is 
faulty and must be replaced, 


3. If no voltage was present in the previous 
test, locate the bell transformer, This 
transformer, which can usually be found 
mounted to a ceiling rafter inthe basement, 
steps the 120 volt AC line voltage down to 
the lower voltage that operates the bell, 
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4, Study the wires that connect to this trans- 
former, One set of wires will lead to the 
doorbell and buzzer or chimes unit; the 
other set will lead to a source of 120 volts 
AC at the fuse box, 


5. Check the AC voltage at the output termi- 
nals (where the wires leading to the door- 
bell are connected) of this transformer just 
as you did in step two above, If you have the 
proper voltage at this point, the push button, 
wiring, or bell is faulty, 


6. If no voltage is found in the preceding step, 
check for line voltage (turn the SELECTOR 
switch to AC/1000 volts) at the two wires 
going to the fuse box, If proper line voltage 
is found, the connections are poor or the 
transformer should be replaced, 


7, If no voltage is found in the preceding 
step, the fuse is blown or there is a 
fault in the circuit wiring, 


TESTING NOTES 


1. Before you test a household appliance or 
other AC-operated device, be sure the AC 
outlet that it is plugged into is operating, 
The quickest way to do this is to plug into 
the outlet a lamp that you know has a good 
bulb in it, If the lamp lights, the outlet is 
O.K, 


2. By removing the fuse for the circuit from 
the house fuse box, you can completely turn 
off a house circuit, This would enable you 
to make continuity tests on devices thatare 
directly wired to the fuse box, suchas elec- 
tric motors, bell transformers, etc, Keep 
the removed fuse in your pocket so no one 
can replace it while you are working on the 
circuit, 
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REPLACEMENT PARTS 


; If you need a replacement part, please fill in the Parts Order 
_ Form that is furnished and mail it to the Heath Company. 
_ Or, if you write a letter, include the: 


@ Part number and description as shown in the Parts 
List. 

-@ Model number and Series number from the blue and 
white label. 

@ Date of purchase. 

© Nature of the defect. 


Please do not return parts to the factory unless they are 


requested. Parts that are damaged through carelessness or 


misuse by the kit builder will not be replaced without cost, 
and will not be considered in warranty. 


Parts are also available at the Heathkit Electronic Centers 
listed in your catalog. Be sure to provide the Heath part 
number. Bring in the original part when you request a 


_ Warranty replacement from a Heathkit Electronic Center. 
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NOTE: Replacement parts are maintained specifically to 


_repair Heathkit products. Parts sales for other reasons will be 


declined. 


TECHNICAL CONSULTATION 


Need help with your kit?....  Self-Service?.... 
Construction?.... Operation?.... Call or write for 
assistance. You'll find our Technical Consultants eager to 
help with just about any technical problem except 
“customizing” for unique applications. 


The effectiveness of our consultation service depends on the 
information you furnish. Be sure to tell us: 


@ The Model number and Series number from the blue 
and white label. 

@ The date of purchase. 

An exact description of the difficulty. 

@ Everything you have done in attempting to correct the 
problem. 


Also include switch positions, connections to other units, 
Operating procedures, voltage readings, and any other 
information you think might be helpful. 


Please do not send parts for testing, unless this is specifically 
requested by our Consultants. 


CUSTOMER SERVICE 


Hints: Telephone traffic is lightest at midweek. . .please be 
sure your Manual and notes are on hand when you call. 


Heathkit Electronic Center facilities are also available for 
telephone or “walk-in” personal assistance. 


REPAIR SERVICE 


Service facilities are available, if they are needed, to repair 
your completed kit. (Kits that have been modified, soldered 
with paste flux or acid core solder, cannot be accepted for 
repair.) 


If it is convenient, personally deliver your kit to a Heathkit 
Electronic Center. For warranty parts replacement, supply a 
copy of the invoice or sales slip. 


If you prefer to ship your kit to the factory, attach a letter 
containing the following information directly to the unit: 


@ Your name and address. 

@ Date of purchase. 

® Copies of all correspondence relevant to the service of 
the kit. 

@ A brief description of the difficulty. 

® Authorization to return your kit C.O.D. for the service 
and shipping charges. (This will reduce the possibility 
of delay.) 


Check the equipment to see that all screws and parts are 
secured. (Do not include any wooden cabinets or color 
television picture tubes, as these are easily damaged in 
shipment.) Place the equipment in a strong carton with at 
least THREE INCHES of resilient packing material 
(shredded paper, excelsior, etc.) on all sides. Use additional 
packing material where there are protrusions (control sticks, 
large knobs, etc.). If the unit weighs over 15 Ibs., place this 
carton in another one with 3/4” of packing material 
between the two. 


Seal the carton with reinforced gummed tape, tie it with a 
strong cord, and mark it ‘’Fragile’’ on at least two sides. 
Remember, the carrier will not accept liability for shipping 
damage if the unit is insufficiently packed. Ship by prepaid 
express, United Parcel Service, or insured Parcel Post to: 


Heath Company 
Service Department 
Benton Harbor, Michigan 49022 
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LITHO IN U.S.A. 


EXPEDITED ORDER FORM 
WALK-IN PARTS REPLACEMENT AND SERVICE. 


LOCATED IN THE FOLLOWING AREAS 


A A 


HEATHKIT ELECTRONIC CENTERS Minnesota: Rhode Island: 
: = Hopkins Warwick 
Arizona: Illinois: Wicsauri: 
Phoenix Chicago “hs dae Texas: 
Downers Grove Bridgeton Dallas 
California: ‘ Nebraska: Houston 
Anaheim shri) F Omaha Virginia: 
F Canto ndlanapouis New Jersey: Virginia Beach 
4 esa Kansas: Fair Lawn Wachinptan: 
os Angeles Mission New York: ASEM: 
oe ce Aeihetet Seattle 
edwood City fhe vale Jericho L.| Wisconsin: 
Woodland Hills : BOtSNI NG New York Milwaukee 
Colorado: oulsiana: Rochester 
Denver Kenner White Plains 
; Maryland: Ohio: 
Connecticut: Be ileasts Cleveland CANADIAN CUSTOMERS: 
Avon Rockville Woodlawn Heathkit Electronic Center 
Florida: Massachusetts: a ee Mississauga, Ontario 
‘ Peabody oledo 
Gtk Wellesley Pennsylvania: ate haan 
Michigan: Philadelphia eath corpany ot 
Georgia: Detroit Pittsburgh nternational Division 
Atlanta East Detroit Frazer Benton Harbor, Mi. 


OVER 350 HEATHKIT® IDEAS TO CHOOSE FROM 


PART NO. 597-260 


